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4WWW.SOLTECPUMPS.COM

DY785

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë) / 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/ Âèòîí (ôòîðîóãëåðîä))
 • Ñèëüôîí (AM350/Lncone1718)
• Ìåòàëëè÷åñêàÿ ÷àñòü (íåðæàâåþùàÿ ñòàëü 304, 316)

Combined Materials

• Stationary Ring (SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Bellow (AM350/Lncone1718)
• Metal Part (Stainless Steel 304, 316)

Name d D D1 L1 L2
DY785-16
DY785-18
DY785-20
DY785-22
DY785-24
DY785-25
DY785-28
DY785-30
DY785-32
DY785-33
DY785-35
DY785-38
DY785-40
DY785-43
DY785-45
DY785-48
DY785-50
DY785-53
DY785-55
DY785-58
DY785-60
DY785-63
DY785-65
DY785-68
DY785-70
DY785-75
DY785-80
DY785-85
DY785-90
DY785-95
DY785-100

16
18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

30
32

33.5
36.5
39

39.6
42.8
45
46
48
49.2
52.3
55.5
57.5
58.7
61.9
65

68.2
70
71.7
74.6
79
84.1
87.3
87.3
95

98.4
104.7
111
114
117.4

27
33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
83
85
90
92
97
105
110
115
120
125

10
7
7
7

11.5
11.5
11.5
11.5
11.5
11.5
11.5
14
14
14
14
14
15
15
15
15
15
15
15
18
18
18

18.2
18.2
18.2
17.2
17.2

32.7
30.7
30.7
30.7
28.7
28.7
31.2
31.2
31.2
31.2
31.2
31.2
31.2
31.2
31.2
31.2
32.7
32.7
32.7
37.7
37.7
37.7
37.7
34.7
42.2
42.2
42
42
47
48
48

Mediums: Oil, light hydrocarbon, aromatic hydrocarbon,
             organic solvents, weak acids, alkali, ammonia, etc.
Temperature: -20°C ~ 200°C
Pressure: ≤ 2.0 MPa
Speed: ≤ 23 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ìàñëà, ëåãêèå óãëåâîäîðîäû,
          àðîìàòè÷åñêèå óãëåâîäîðîäû,
          îðãàíè÷åñêèå ðàñòâîðèòåëè
          ñëàáûå êèñëîòû, ùåëî÷è, àììèàê è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤2.0 ÌÏà
Ñêîðîñòü: ≤23 ì/ñåê
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Ñâîéñòâà ìàòåðèàëîâ èñïîëüçóåìûõ â ïàðàõ òðåíèÿ òîðöåâîãî óïëîòíåíèÿ
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Ôèçè÷åñêîå ñâîéñòâî êåðàìèêè
Òåõíè÷åñêèå ïàðàìåòðû
Ñîäåðæàíèå 
Ïëîòíîñòü
Æåñòêîñòü
Íîðìà ïîðèñòîñòè
Ïðî÷íîñòü ê ðàçðûâó
Êîýôôèöèåíò òåïëîâîãî ðàñøèðåíèÿ
Óäåëüíàÿ òåïëîïðîâîäíîñòü

Åäèíèöà èçìåðåíèÿ
%

3ã/ñì
HRA
%

ÌÏà
-610 /K

W/M.K

95%
95
3.7
85

<0.4
250
5.5
27.8

99%
99

3.88
88

<0.2
310
5.3
26.7

99%
99

3.88
88

<0.2
310
5.3
26.7

Êåðàìèêà.
Êåðàìè÷åñêèå óïëîòíÿþùèå êîëüöà â ïàðàõ òðåíèÿ èìåþò õîðîøèå ãåðìåòèçèðóþùèå ñâîéñòâà, ñòîéêè ê âûñîêîé òåìïåðàòóðå, êîððîçèè è 
ìåõàíè÷åñêîìó èçíîñó.

Êàðáèä êðåìíèÿ.
Óïëîòíÿþùèå êîëüöà âûïîëíåííûå èç êàðáèäà êðåìíèÿ îáëàäàþò âûñîêîé ìåõàíè÷åñêîé ïðî÷íîñòüþ, âûñîêîé óäåëüíîé 
òåïëîïðîâîäíîñòüþ, õîðîøåé ñìàçûâàåìîñòüþ. Â óïëîòíåíèÿõ êàðáèä êðåìíèÿ îòëè÷íî ñî÷åòàåòñÿ ñ ãðàôèòîâûìè ïîâåðõíîñòÿìè. Ïðè 
ýòîì ñèëû òðåíèÿ â ïàðàõ êàðáèä êðåìíèÿ – ãðàôèò ìèíèìàëüíû. Òàêèå ïàðû òðåíèÿ ìîãóò ïðèìåíÿòüñÿ â óïëîòíåíèÿõ äëÿ ñàìûõ òÿæåëûõ 
óñëîâèé ýêñïëóàòàöèè.

Ôèçè÷åñêèå ñâîéñòâà êàðáèä-êðåìíèÿ
Åäèíèöà èçìåðåíèÿ

HS
%

3ã/ñì
ÌÏà
ÌÏà

-610 /K
%
%
ÃÏà
°Ñ

Êàðáèä-êðåìíèÿ
110
<0.3

3.00~3.05
>2200
>350

4
>90
<10

>400
1300

Ñóëüôàò êàðáèäà-êðåìíèÿ
115
<0.2
>3.10
>2500
>380
4.2
>98
<1

>410
1400

Òåõíè÷åñêèå ïàðàìåòðû
Æåñòêîñòü
Íîðìà ïîðèñòîñòè
Ïëîòíîñòü
Ïðèäåë ïðî÷íîñòè ïðè ñæàòèè
Ïðî÷íîñòü ê ðàçðûâó
Êîýôôèöèåíò òåïëîâîãî ðàñøèðåíèÿ
Ñîäåðæàíèå êàðáèä-êðåìíèÿ
Ñâîáîäíûé êðåìíèé
Ìîäóëü óïðóãîñòè
Òåìïåðàòóðà

Êàðáèä âîëüôðàìà.
Îòëè÷èòåëüíûå îñîáåííîñòè óïëîòíÿþùèõ êîëåö èç êàðáèäà âîëüôðàìà – ýòî âûñîêàÿ èçíîñîñòîéêîñòü, âûñîêàÿ ïðî÷íîñòü íà ðàçðûâ, 
âûñîêèé ìîäóëü óïðóãîñòè, ìàëûé êîýôôèöèåíò òåïëîâîãî ðàñøèðåíèÿ. Ýòî ëó÷øèé ìàòåðèàë ïî ñòîéêîñòè ê âûñîêèì òåìïåðàòóðàì.

Ôèçè÷åñêèå ñâîéñòâà êàðáèä âîëüôðàìà
Åäèíèöà èçìåðåíèÿ

%
%
%

3ã/ñì
HRA
ÌÏà

-610 /K

Òåõíè÷åñêèå ïàðàìåòðû

Ñîñòàâ

Ïëîòíîñòü
Æåñòêîñòü
Ïðî÷íîñòü ê ðàçðûâó
Êîýôôèöèåíò òåïëîâîãî ðàñøèðåíèÿ

WC
Ni
Co

YWN6
94
6

14.5~14.9
88.5
1490
5.2

YWN8
92
8

14.4~14.8
88

1470
5.3

YG6
94

6
14.6~15
89.5
1421
5

YG8
92

8
14.5~14.9

89
1470
5.1

DYNT60

6.5~6.8
90

1480
7.5

Ãðàôèò.
Ïðèìåíÿåòñÿ äëÿ èçãîòîâëåíèÿ óïëîòíÿþùèõ êîëåö. Îòëè÷àåòñÿ âûñîêîé êîðîçèîííîé ñòîéêîñòüþ, âûñîêîé óäåëüíîé 
òåïëîïðîâîäíîñòüþ, íèçêèì òðåíèåì, õîðîøåé ñìàçûâàåìîñòüþ è ìàëûì êîýôôèöèåíòîì ðàñøèðåíèÿ.

Õèìè÷åñêèå ñâîéñòâà ãðàôèòà

Êàòåãîðèÿ
Ïðî÷íîñòü
ê ðàçðûâó,

ÌÏà

Ïðåäåë
ïðî÷íîñòè

ïðè ñæàòèè,
ÌÏà

Ïðî÷íîñòü ê
îáðàñòàíèþ,

HS

Ðûõëîñòü,
%

Òåìïåðà-
òóðà, °ÑÌîäåëü Ïëîòíîñòü,

2ã/ñì

Ïðîïèòàííàÿ
ýïîêñèäíàÿ ñìîëà

Ïðîïèòàííàÿ
ôóðàíîâàÿ ñìîëà

Ïðîïèòàííàÿ
ôåíîë-àëüòåãèäîì ñìîëà

Ñóðüìà óãëåðîäÊ
àð

á
îí

-ã
ðà

ô
è
ò

M106H
M120H
M106K
M120K
M106F
M120F
M106D
M120D
M254D

1.75
1.7
1.75
1.7
1.75
1.7
2.3
2.3
2.3

65
60
67
62
60
55
65
60
55

200
180
200
180
200
180
220
220
210

85
80
90
85
85
80
90
90
65

<1
<1
<1
<1
<1
<1

<1.5
<1.5
<1.5

250
250
250
250
250
250
400
400
450
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NameName d D L1
DY770/DY776/DY780-18
DY770/DY776/DY780-20
DY770/DY776/DY780-22
DY770/DY776/DY780-24
DY770/DY776/DY780-25
DY770/DY776/DY780-28
DY770/DY776/DY780-30
DY770/DY776/DY780-32
DY770/DY776/DY780-33
DY770/DY776/DY780-35
DY770/DY776/DY780-38
DY770/DY776/DY780-40
DY770/DY776/DY780-43
DY770/DY776/DY780-45
DY770/DY776/DY780-48
DY770/DY776/DY780-50
DY770/DY776/DY780-53
DY770/DY776/DY780-55
DY770/DY776/DY780-60
DY770/DY776/DY780-65
DY770/DY776/DY780-70
DY770/DY776/DY780-75
DY770/DY776/DY780-80
DY770/DY776/DY780-85
DY770/DY776/DY780-90
DY770/DY776/DY780-95
DY770/DY776/-100
DY770/DY776/-105
DY770/DY776/-110
DY770/DY776/-115
DY770/DY776/-120
DY770/DY776/-125
DY770/DY776/-130
DY770/DY776/-140
DY770/DY776/-150

18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
60
65
70
75
80
85
90
95
100
105
110
115
120
125
130
140
150

32
33.3
36
38.1
39
42
44
46
47

49.2
52.4
55.6
58.7
58.7
61.9
65.1
68.3
71

74.6
84.1
87.3
95.3
98.4
104.8
108
114.3
120.7
131.7
138.1
144.5
144.5
150.8
157.8
170.5
176.9

27.7
27.7
27.7
30.2
30.2
32.7
32.7
32.7
32.7
32.7
34.2
34.2
34.2
34.2
34.2
34.7
34.7
34.7
39.7
39.7
45.2
45.2
44.7
44.7
49.7
49.7
49.7
48.5
48.5
48.5
48.5
48.5
48.5
48.5
48.5

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë) / 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/ Âèòîí (ôòîðîóãëåðîä))
 • Ñèëüôîí (Õàñëåëëîé-Ñ/Ñïëàâ 20/Lncone1718)
• Ìåòàëëè÷åñêàÿ ÷àñòü (Õàñòåëëîé-Ñ/
  íåðæàâåþùàÿ ñòàëü 304, 316)

Combined Materials

• Stationary Ring (SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Bellow (Halestelloy-C/Alloy 20/AM350)
• Metal Part (Hastelloy-C/Stainless Steel 304, 316)

Mediums: Oil, light hydrocarbon, aromatic hydrocarbon,
             organic solvents, weak acids, alkali, ammonia, etc.
Temperature: -75°C ~ 200°C
Pressure: ≤ 2.0 MPa
Speed: ≤ 23 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ìàñëà, ëåãêèå óãëåâîäîðîäû,
          àðîìàòè÷åñêèå óãëåâîäîðîäû,
          îðãàíè÷åñêèå ðàñòâîðèòåëè
          ñëàáûå êèñëîòû, ùåëî÷è, àììèàê è ò. ä.
Òåìïåðàòóðà: -75ºÑ ~ 200ºÑ
Äàâëåíèå: ≤2.0 ÌÏà
Ñêîðîñòü: ≤23 ì/ñåê

DY770 DY776 DY780

DY770, DY776, DY780
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DY780G

DY780G
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DY780G-16
DY780G-18
DY780G-20
DY780G-22
DY780G-24
DY780G-25
DY780G-28
DY780G-30
DY780G-32
DY780G-33
DY780G-35
DY780G-38
DY780G-40
DY780G-43
DY780G-45
DY780G-48

Name d d1 D L1 L2
16
18
20
22
24
25
28
30
32
33
35
38
40
43
45
48

38
40
42
44
46
47
50
52
54
55
57
60
66
69
71
74

35
37
40
43
43
45
48
50
56
56
58
61
63
66
70
73

11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
14
14
14
14
14
14
15
15

46.7
46.7
46.7
46.7
46.7
46.7
46.7
46.7
46.7
46.7
46.7
46.7
47.7
47.7
47.7
47.7

DY780G-50
DY780G-53
DY780G-55
DY780G-58
DY780G-60
DY780G-63
DY780G-65
DY780G-68
DY780G-70
DY780G-75
DY780G-80
DY780G-85
DY780G-90
DY780G-95
DY780G-100

Name d d1 D L1 L2
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

76
79
81
85
87
90
92
95
97
102
107
112
117
122
127

75
78
80
83
85
90
92
97
97
105
110
115
120
125

134.3

15
15
15
15
15
18
18
18
18

18.2
18.2
18.2
17.2
17.2
20

47.7
47.7
47.7
53.2
53.2
53.2
53.2
53.2
53.2
53
53
53
54
54

54.2
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Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Ãðàôèò)
 • Ñèëüôîí (AM350/Lncone1718)
• Ìåòàëëè÷åñêàÿ ÷àñòü (íåðæàâåþùàÿ ñòàëü 304, 316)

Combined Materials

• Stationary Ring (SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (Graphite)
• Bellow (AM350/Lncone1718)
• Metal Part (Stainless Steel 304, 316)

Mediums: Oil, light hydrocarbon, aromatic hydrocarbon,
             organic solvents, weak acids, alkali, ammonia, etc.
Temperature: -20°C ~ 380°C
Pressure: ≤ 2.0 MPa
Speed: ≤ 23 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ìàñëà, ëåãêèå óãëåâîäîðîäû,
          àðîìàòè÷åñêèå óãëåâîäîðîäû,
          îðãàíè÷åñêèå ðàñòâîðèòåëè
          ñëàáûå êèñëîòû, ùåëî÷è, àììèàê è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 380ºÑ
Äàâëåíèå: ≤2.0 ÌÏà
Ñêîðîñòü: ≤23 ì/ñåê



DY770, DY776, DY780

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë) / 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/ Âèòîí (ôòîðîóãëåðîä))
 • Ñèëüôîí (Õàñëåëëîé-Ñ/Ñïëàâ 20/Lncone1718)
• Ìåòàëëè÷åñêàÿ ÷àñòü (Õàñòåëëîé-Ñ/
  íåðæàâåþùàÿ ñòàëü 304, 316)

Combined Materials

• Stationary Ring (SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Bellow (Halestelloy-C/Alloy 20/AM350)
• Metal Part (Hastelloy-C/Stainless Steel 304, 316)

Mediums: Oil, light hydrocarbon, aromatic hydrocarbon,
             organic solvents, weak acids, alkali, ammonia, etc.
Temperature: -75°C ~ 200°C
Pressure: ≤ 2.0 MPa
Speed: ≤ 23 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ìàñëà, ëåãêèå óãëåâîäîðîäû,
          àðîìàòè÷åñêèå óãëåâîäîðîäû,
          îðãàíè÷åñêèå ðàñòâîðèòåëè
          ñëàáûå êèñëîòû, ùåëî÷è, àììèàê è ò. ä.
Òåìïåðàòóðà: -75ºÑ ~ 200ºÑ
Äàâëåíèå: ≤2.0 ÌÏà
Ñêîðîñòü: ≤23 ì/ñåê

DY770 DY776 DY780

Ø
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Ø
d 
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7)

L1
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NameName d D L1
DY770/DY776/DY780-12
DY770/DY776/DY780-14
DY770/DY776/DY780-15
DY770/DY776/DY780-16
DY770/DY776/DY780-18
DY770/DY776/DY780-20
DY770/DY776/DY780-22
DY770/DY776/DY780-24
DY770/DY776/DY780-26
DY770/DY776/DY780-28
DY770/DY776/DY780-30
DY770/DY776/DY780-32
DY770/DY776/DY780-34
DY770/DY776/DY780-36
DY770/DY776/DY780-38
DY770/DY776/DY780-40
DY770/DY776/DY780-42
DY770/DY776/DY780-44
DY770/DY776/DY780-46
DY770/DY776/DY780-48
DY770/DY776/DY780-50
DY770/DY776/DY780-52
DY770/DY776/DY780-54
DY770/DY776/DY780-56
DY770/DY776/DY780-58
DY770/DY776/DY780-60
DY770/DY776/DY780-62
DY770/DY776/DY780-64
DY770/DY776-68
DY770/DY776-72
DY770/DY776-76
DY770/DY776-80
DY770/DY776-84
DY770/DY776-88
DY770/DY776-92
DY770/DY776-96
DY770/DY776-104
DY770/DY776-112

19.05
22.23
23.80
25.40
28.58
31.75
34.93
38.10
41.28
44.45
47.63
50.80
53.98
57.15
60.33
63.50
66.68
69.85
73.03
76.20
79.38
82.55
85.73
88.90
92.08
95.25
98.43
101.60
107.95
114.30
120.65
127.00
133.35
139.70
146.05
152.40
165.10
177.80

33.32
36.50
38.10
39.67
42.85
46.02
49.20
52.37
55.55
58.72
61.90
65.07
68.25
71.42
74.60
80.95
84.12
87.30
92.08
95.25
98.43
101.60
104.78
107.95
111.13
114.30
117.48
120.65
131.75
138.13
144.48
150.83
157.81
164.16
170.54
176.89
189.74
202.46

31.75
31.75
31.75
31.75
31.75
33.32
36.50
36.50
36.50
36.50
38.10
38.10
38.10
39.67
39.67
39.67
41.28
41.28
42.85
42.85
44.45
44.45
44.45
47.63
47.63
47.63
47.63
47.63
48.34
48.34
48.34
48.34
48.34
48.34
48.34
48.34
48.34
48.34
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Ø
D

Ø
d 

(h
7)

L1

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë) / 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/ Âèòîí (ôòîðîóãëåðîä))
 • Ñèëüôîí (AM350/Lncone 1718)
• Ìåòàëëè÷åñêàÿ ÷àñòü (Íåðæàâåþùàÿ ñòàëü 304, 316)

Combined Materials

• Stationary Ring (SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Bellow (AM350/Lncone 1718)
• Metal Part (Stainless Steel 304, 316)

DY706

Mediums: Oil, light hydrocarbon, aromatic hydrocarbon,
             organic solvents, weak acids, alkali, ammonia, etc.
Temperature: -75°C ~ 400°C
Pressure: ≤ 2.0 MPa (Single) ≤6.0 MPa (Double)
Speed: ≤ 23 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ìàñëà, ëåãêèå óãëåâîäîðîäû,
          àðîìàòè÷åñêèå óãëåâîäîðîäû,
          îðãàíè÷åñêèå ðàñòâîðèòåëè
          ñëàáûå êèñëîòû, ùåëî÷è, àììèàê è ò. ä.
Òåìïåðàòóðà: -75ºÑ ~ 400ºÑ
Äàâëåíèå: ≤2.0 ÌÏà (Îäèíàðíîå) ≤6.0 ÌÏà (Äâîéíîå)
Ñêîðîñòü: ≤23 ì/ñåê

Name d D L1
DY706-16
DY706-18
DY706-20
DY706-22
DY706-24
DY706-26
DY706-28
DY706-30
DY706-32
DY706-34
DY706-36
DY706-38
DY706-40
DY706-42
DY706-44
DY706-46
DY706-48
DY706-50
DY706-52
DY706-54
DY706-56
DY706-58
DY706-60
DY706-62
DY706-64

19.05
22.23
25.4
28.58
31.75
34.93
38.1
41.28
44.45
47.63
50.8
53.98
57.15
60.33
63.5
66.68
69.85
73.03
76.2
79.38
82.55
85.73
88.9
92.08
95.25

41.28
44.45
47.63
50.8
53.98
57.15
60.33
63.5
66.68
69.85
73.03
76.2
82.55
85.73
88.9
93.65
96.82
101.6

104.78
107.95
111.13
114.3
117.48
120.65
123.83

58.92
59.71
59.71
60.53
60.53
62.89
63.7
63.7

64.49
64.49
65.27
65.27
70.05
70.84
70.84
73.23
76.4
76.4
76.4
76.4
76.4
76.4
76.4
76.4
76.4

DY706
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DY709
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DY709

Mediums: Oil, light hydrocarbon, aromatic hydrocarbon, organic solvents, weak acids, alkali, ammonia, etc.
Temperature: -75°C ~ 400°C
Pressure: ≤ 2.0 MPa (Single) ≤6.0 MPa (Double)
Speed: ≤ 23 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ìàñëà, ëåãêèå óãëåâîäîðîäû, àðîìàòè÷åñêèå óãëåâîäîðîäû, îðãàíè÷åñêèå ðàñòâîðèòåëè, ñëàáûå êèñëîòû, ùåëî÷è, àììèàê è ò. ä.
Òåìïåðàòóðà: -75ºÑ ~ 400ºÑ
Äàâëåíèå: ≤2.0 ÌÏà (Îäèíàðíîå) ≤6.0 ÌÏà (Äâîéíîå)
Ñêîðîñòü: ≤23 ì/ñåê

Ø
D

Ø
d 

(h
7)

L1

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë) / 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/ Âèòîí (ôòîðîóãëåðîä))
 • Ñèëüôîí (AM350/Lncone 1718)
• Ìåòàëëè÷åñêàÿ ÷àñòü (Íåðæàâåþùàÿ ñòàëü 304, 316)

Combined Materials

• Stationary Ring (SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Bellow (AM350/Lncone 1718)
• Metal Part (Stainless Steel 304, 316)

DY709-16
DY709-18
DY709-20
DY709-22
DY709-24
DY709-26
DY709-28
DY709-30
DY709-32
DY709-34
DY709-36
DY709-38
DY709-40
DY709-42
DY709-44
DY709-46
DY709-48
DY709-50
DY709-52
DY709-54
DY709-56
DY709-58
DY709-60
DY709-62
DY709-64

25.4
28.58
31.75
34.93
38.1
41.28
44.45
47.63
50.8
53.98
57.15
60.33
63.5
66.68
69.85
73.03
76.2
79.38
82.55
85.73
88.9
92.08
95.25
98.43
101.6

41.28
44.45
47.63
50.8
53.98
57.15
60.33
63.5
66.68
69.85
73.03
76.2
82.55
85.73
88.9
93.65
96.82
101.6

104.78
107.95
111.13
114.3
117.48
120.65
123.83

38.95
39.87
40.66
40.66
40.66
40.66
41.48
41.48
42.26
42.26
43.86
43.86
44.65
45.44
45.44
47.83
47.83
47.83
47.83
47.83
47.83
47.83
47.83
47.83
47.83

Name d D L1

10WWW.SOLTECPUMPS.COM

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Ãðàôèò)
 • Ñèëüôîí (AM350/Lncone 1718)
• Ìåòàëëè÷åñêàÿ ÷àñòü (Íåðæàâåþùàÿ ñòàëü 304, 316)

Combined Materials

• Stationary Ring (SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (Graphite)
• Bellow (AM350/Lncone 1718)
• Metal Part (Stainless Steel 304, 316)

Mediums: Oil, light hydrocarbon, aromatic hydrocarbon,
             organic solvents, weak acids, alkali, ammonia, etc.
Temperature: -75°C ~ 260°C
Pressure: ≤ 2.0 MPa (Single) ≤3.5 MPa (Double)
Speed: ≤ 50 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ìàñëà, ëåãêèå óãëåâîäîðîäû,
          àðîìàòè÷åñêèå óãëåâîäîðîäû,
          îðãàíè÷åñêèå ðàñòâîðèòåëè
          ñëàáûå êèñëîòû, ùåëî÷è, àììèàê è ò. ä.
Òåìïåðàòóðà: -75ºÑ ~ 260ºÑ
Äàâëåíèå: ≤2.0 ÌÏà (Îäèíàðíîå) ≤3.5 ÌÏà (Äâîéíîå)
Ñêîðîñòü: ≤50 ì/ñåê

DYJ112

Name L1d1d d2 D D1 L2 N-M
DYJ112-30
DYJ112-35
DYJ112-40
DYJ112-45
DYJ112-50
DYJ112-55
DYJ112-60
DYJ112-65
DYJ112-70
DYJ112-75
DYJ112-80
DYJ112-85
DYJ112-90
DYJ112-95
DYJ112-100

27
31.5
37
41.5
46.5
51.5
53

58.5
67
73

73.5
78
86
90
95

32.5
36
41.5
46.5
51.5
56.5
61
66
72.5
77.5
79.5
85.5
92.5
97.5
102.5

40
44
52
56
62
67
72
76
84
88
91
97
103
110
113

47
51
62
67
72
78
83
88
97
98
103
108
115
121
124

47
51
62
67
72
78
83
88
97
98
103
108
115
121
124

18
20
25
25
25
30
30
30
30
30
30
30
30
30
30

30
30
40

45/52
45/52
45/52
45/52
45/52
50/55

50
50
50

50/58
50
50

8-M4
8-M4
6-M6
6-M6
6-M6
6-M6
6-M6
6-M6
6-M6
6-M6
6-M6
6-M6
6-M6
8-M6
8-M6

DYJ112

Ø
d1

 (
h7

)
Ø
d2Ø
D

Ø
d

Ø
d2 Ø
D
1

L1 L1

N-MN-M

L1

L1



DY155, DY155B
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Pumps: Water pumps, circulation pumps, etc.
Temperature: -20°C ~ 200°C
Pressure: ≤ 0.8 MPa (Single) ≤6.0 MPa (Double)
Speed: ≤ 10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäÿíûå, öèðêóëÿöèîííûå íàñîñû è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤0.8 ÌÏà (Îäèíàðíîå) ≤6.0 ÌÏà (Äâîéíîå)
Ñêîðîñòü: ≤10 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë) / 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/ Âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

DY155, DY155B

Name d D L1D1 L2
DY155-10
DY155-11
DY155-12
DY155-13
DY155-14
DY155-15
DY155-16
DY155-17
DY155-18
DY155-19
DY155-20
DY155-21
DY155-22
DY155-23
DY155-24
DY155-25
DY155-28
DY155-29
DY155-30
DY155-32
DY155-33
DY155-35
DY155-38
DY155-40

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
28
29
30
32
33
35
38
40

20
22
22
25
25
29
29
29
33
33
33
38
38
38
38
40
46
46
46
46
48
50
56
58

18.1
20.6
20.6
23.1
23.1
26.9
26.9
26.9
30.9
30.9
30.9
35.4
35.4
35.4
35.4
38.2
43.3
43.3
43.3
43.3
53.5
53.5
60.5
60.5

5.5
5.5
5.5
6
6
7
7
7
8
8
8
8
8
8
8

8.5
9
9
9
9

11.5
11.5
11.5
11.5

15.2
18.2
18.2
22.2
22.2
22.2
23.2
23.2
24.2
25.2
25.2
25.2
25.2
27.2
27.2
27.2
29.2
30.2
30.2
30.2
39.2
39.2
39.2
39.2

Name d D L1D1 L2
DY155B-10
DY155B-12
DY155B-14
DY155B-16
DY155B-18
DY155B-20
DY155B-22
DY155B-24
DY155B-25
DY155B-28
DY155B-30
DY155B-32
DY155B-33
DY155B-35
DY155B-38
DY155B-40

10
12
14
16
18
20
22
24
25
28
30
32
33
35
38
40

20
22
25
29
33
33
38
38
40
46
46
46
48
50
56
58

21
23
25
27
33
35
37
39
40
43
45
48
48
50
56
58

7
7
7
7
10
10
10
10
10
10
10
10
10
10
13
13

15.2
18.2
22.2
23.2
24.2
25.2
25.2
27.2
27.2
29.2
30.2
30.2
39.2
39.2
42.2
42.2

Ø
d 

(h
7)

Ø
D

Ø
D
1 

(H
8
)

L2L1
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Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Êåðàìèêà/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/
  ýòèëåíïðîïèëåíîâûé êàó÷óê/ âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ìåòàëëè÷åñêèå ÷àñòè (Íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC/TC)
• Rotary Ring (Ceramic/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Part (Steel)

DY155Ñ

DY155Ñ

DY155Ñ-10
DY155Ñ-11
DY155Ñ-12
DY155Ñ-13
DY155Ñ-14
DY155Ñ-15
DY155Ñ-16
DY155Ñ-17
DY155Ñ-18
DY155Ñ-19
DY155Ñ-20
DY155Ñ-21
DY155Ñ-22
DY155Ñ-23
DY155Ñ-24
DY155Ñ-25
DY155Ñ-26
DY155Ñ-27
DY155Ñ-28
DY155Ñ-29
DY155Ñ-30
DY155Ñ-31
DY155Ñ-32
DY155Ñ-33

Name L1d D D1 L2 Name L1d D D1 L2
10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33

19
22
22
24
24

28.5
28.5
28.5
32.5
32.5
32.5
37
37
37
37

40.5
40.5
40.5
46.5
46.5
46.5
46.5
46.5
56.5

18.1
20.6
20.6
23.1
23.1
26.9
26.9
26.9
30.9
30.9
30.9
35.4
35.4
35.4
35.4
38.2
38.2
38.2
43.3
43.3
43.3
43.3
43.3
53.5

5.5
5.5
5.5
6
6
7
7
7
8
8
8
8
8
8
8

8.5
8.5
8.5
9
9
9
9
9

11.5

20.2
22.2
22.2
27.2
27.2
27.2
28.2
28.2
30.2
30.2
30.2
30.2
30.2
32.2
32.2
33.2
33.2
33.2
36.2
37.2
37.2
37.2
37.2
48.2

DY155Ñ-34
DY155Ñ-35
DY155Ñ-37
DY155Ñ-38
DY155Ñ-39
DY155Ñ-40
DY155Ñ-42
DY155Ñ-43
DY155Ñ-44
DY155Ñ-45
DY155Ñ-48
DY155Ñ-49
DY155Ñ-50
DY155Ñ-55
DY155Ñ-60
DY155Ñ-65
DY155Ñ-70
DY155Ñ-75
DY155Ñ-80
DY155Ñ-85
DY155Ñ-90
DY155Ñ-95
DY155Ñ-100

34
35
37
38
39
40
42
43
44
45
48
49
50
55
60
65
70
75
80
85
90
95
100

56.5
56.5
56.5
63
63

63.5
63.5
63.5
68.5
68.5
68.5
68.5
75
75
83
88
93
98
103
117
122
129
135

53.5
53.5
53.5
60.5
60.5
60.5
60.5
60.5
65.5
65.5
65.5
65.5
72.5
72.5
79.3
84.5
89.5
94.5
99.5
105.5
111.5
116.5
119.5

11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
13.5
13.5
13.5
13.5

48.2
48.2
48.2
48.2
48.2
48.2
48.2
48.2
51.2
51.2
51.2
51.2
55.2
57.2
61.2
63.2
63.2
68.2
70.2
72.2
75.2
75.2
85.2

L1 L2

Ø
d 

(h
7)

Ø
D

Ø
D
1 

(H
8
)

Pumps: Water pumps, circulation pumps, etc.
Temperature: -20°C ~ 200°C
Pressure: ≤ 0.8 MPa (Single) ≤6.0 MPa (Double)
Speed: ≤ 10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäÿíûå, öèðêóëÿöèîííûå íàñîñû è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤0.8 ÌÏà (Îäèíàðíîå) ≤6.0 ÌÏà (Äâîéíîå)
Ñêîðîñòü: ≤10 ì/ñåê

12



DY1527
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Pumps: Water, oil, acid, alkali, etc.
Temperature: -20°C ~ 180°C
Pressure: ≤ 1.0 MPa
Speed: ≤ 10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, êèñëîòû, ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 180ºÑ
Äàâëåíèå: ≤1.0 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

DY1527

Name d D L1D1 L2
DY1527-18
DY1527-20
DY1527-22
DY1527-24
DY1527-25
DY1527-28
DY1527-30
DY1527-32
DY1527-33
DY1527-35
DY1527-38
DY1527-40
DY1527-43
DY1527-45
DY1527-48
DY1527-50
DY1527-53
DY1527-55
DY1527-58
DY1527-60
DY1527-63
DY1527-65
DY1527-68
DY1527-70
DY1527-75
DY1527-80
DY1527-85
DY1527-90
DY1527-95
DY1527-100

18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

32
34
36
38
39
42
44
46
47
49
54
56
59
61
64
66
69
71
78
80
83
85
88
90
99
104
109
114
119
124

33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
83
85
90
92
97
105
110
115
120
125

10
10
10
10
10
10
10
10
10
10
11
11
11
11
11
13
13
13
13
13
13
13

15.3
15.3
15.3
15.7
15.7
15.7
15.7
15.7

35
35
35
40
40
40
40
45
45
45
44
44
49
49
49
47
57
57
57
57
57
67

64.7
64.7
64.7
74.3
74.3
74.3
74.3
74.3

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Óãëåðîä/êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/
  âèòîí (ôòîðîóãëåðîä)/äèîêñèä êðåìíèÿ (êâàðö))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton/Silica Gel)
• Spring and Metal Parts (Steel)

Ø
d 

(h
7)

Ø
D

Ø
D

L2L1
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Name L1d D D1 L2
DY250-20
DY250-22
DY250-24
DY250-25
DY250-28
DY250-30
DY250-33
DY250-35
DY250-38
DY250-40
DY250-43
DY250-45
DY250-58
DY250-50
DY250-53
DY250-55
DY250-58
DY250-60
DY250-63
DY250-65
DY250-70
DY250-75
DY250-80
DY250-85

20
22
24
25
28
30
33
35
38
40
43
45
58
50
53
55
58
60
63
65
70
75
80
85

34
36
38
39
42
44
47
49
54
56
59
61
64
66
69
71
76
78
81
83
90
95
100
105

35
37
39
40
43
45
48
50
56
58
61
63
66
68
71
73
79
81
84
86
92
97
105
110

13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
16
16
16
16
16
16
16

41
41
43
43
45
45
45
49
53
55
55
55
55
60
61
61
63
63
63
67
68
72
72
77

Pumps: Water, oil, acid, alkali, etc.
Temperature: -20°C ~ 180°C
Pressure: ≤ 1.2 MPa
Speed: ≤ 16 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, êèñëîòû, ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 180ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤16 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Óãëåðîä/êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Parts (Steel)

DY250

DY250

L1 L2
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Pumps: Water, oil, weak acid, weak alkali, etc.
Temperature: -20°C ~ 200°C
Pressure: ≤ 0.8 MPa
Speed: ≤15 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, ñëàáûå êèñëîòû, ñëàáûå ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤0.8 ÌÏà
Ñêîðîñòü: ≤15 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Óãëåðîä/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà/íåðæàâåþùàÿ ñòàëü)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/
  âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC/TC)
• Rotary Ring (Carbon/SiC/TC/Steel)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Parts (Steel)

DY33, DY33A

Name d D L1D1 L2Name d D L1D1 L2
DY33-16
DY33-20
DY33-22
DY33-24
DY33-25
DY33-28
DY33-30
DY33-32
DY33-33
DY33-35
DY33-38
DY33-40
DY33-43
DY33-45
DY33-48
DY33-50
DY33-55
DY33-60
DY33-63
DY33-65
DY33-70
DY33-75

16
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
55
60
63
65
70
75

27
31
33
34.1
35.2
40
41

42.4
44

45.5
51.8
53.8
56

58.2
61.4
61.9
72
76

79.3
82.3
88.9
96

27
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
75
80
83
85
92
97

8.6
10
10
10
10
10
10
10
10
10
11
11
11
11
11
13
13
13
13
13

15.3
15.3

19.3
19.3
19.3
19.3
19.3
19.3
19.3
19.3
19.3
21.3
21.3
21.3
21.3
21.3
21.3
21.3
22.3
26
26
26
26
26

DY33A-5/8"
DY33A-16
DY33A-3/4"
DY33A-24
DY33A-28
DY33A-1 1/8"
DY33A-30
DY33A-1 1/4"
DY33A-32
DY33A-35
DY33A-38
DY33A-1 3/4"
DY33A-1 7/8"
DY33A-50
DY33A-2"
DY33A-2 1/8"
DY33A-2.15"
DY33A-55
DY33A-63
DY33A-2 1/2"
DY33A-2 3/4"
DY33A-2 7/8"
DY33A-75

15.8
16

19.05
24
28

28.58
30

31.75
32
35
38

44.45
47.63
50

50.8
53.98
54.61
55
63

63.5
69.85

73
75

27
27

30.3
34.2
40
40
40.7
42.5
42.5
45.6
52

58.3
61.5
62

64.7
71
73
73

79.3
79.3
88.9
94
96

28.58
28.58
31.75
35.46
42

41.27
42.7
44.2
44.45
47.62
53.97
60.32
63.5
63.96
66.67
73.02
75
75
83

88.9
95.2
98.4
100.4

6.3
6.3
6.3
7.6
7.6
7.6
7.6
7.6
7.6
7.6
8.1
8.1
8.1
8.1
9.6
9.6
9.6
9.6
9.1
9.1
9.1
9.1
9.1

19.3
19.3
19.3
19.3
19.3
19.3
19.3
19.3
19.3
19.3
21.3
21.3
21.3
21.3
22.3
22.3
22.3
22.3
26
26
26
26
26
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DY350, DY309

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Íåðæàâåþùàÿ ñòàëü/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Óãëåðîä/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/
  âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Steel/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Parts (Steel)

Name d D L1D1 L2

L2L1

Ø
D
1

Ø
d 

(h
7)

Ø
d1

DY350-5/8"
DY350-1"
DY350-1 1/2"

15.875
25.4
38.1

21
28.58
41.28

44.5
51

72.5

11
11

15.5

26
26
31

Ø
d

Ø
d1

DY309-12
DY309-18
DY309-21
DY309-28
DY309-40

12
18
21
28
40

dName d1
30
50
50
50
64

Pumps: Water, oil, weak acid, weak alkali, etc.
Temperature: -20°C ~ 200°C
Pressure: ≤ 2.5 MPa
Speed: ≤20 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, ñëàáûå êèñëîòû, ñëàáûå ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤2.5 ÌÏà
Ñêîðîñòü: ≤20 ì/ñåê

DY350

DY309
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Pumps: Water, oil, acid, alkali, etc.
Temperature: -20°C ~ 200°C
Pressure: ≤ 0.8 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, êèñëîòû, ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤0.8 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Óãëåðîä/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/
  âèòîí (ôòîðîóãëåðîä)/òåôëîí (ôòîðïëàñò))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton/Teflon)
• Spring and Metal Parts (Steel)

DY40

L2L1

Ø
d 

(h
7)

Ø
dD

1

Ø
D

DY40-5/8"
DY40-3/4"
DY40-7/8"
DY40-1"
DY40-1 1/8"
DY40-1 1/4"
DY40-1 3/8"
DY40-1 1/2"
DY40-1 5/8"
DY40-1 3/4"
DY40-1 7/8"
DY40-2"
DY40-2 1/8"
DY40-2 1/4"
DY40-2 3/8"
DY40-2 1/2"
DY40-2 5/8"
DY40-2 3/4"
DY40-2 7/8"
DY40-3"

Name d D L1D1 L2
15.875
19.05
22.225
25.4

28.575
31.75

34.925
38.1

41.275
44.45
47.625
50.8

53.975
57.15

60.325
63.5

66.675
69.85
73.025
76.2

38.9
42.1
45.3
48.4
52.0
55.2
58
61.2
64.3
67.6
70.7
73.9
77.1
80.2
83.4
86.5
89.7
92.9
96.1
99.2

41.1
44.5
47.5
53.2
56.4
59.5
61.1
69.1
72.2
78.6
81.8
88.1
94.5
97.6
98.4
104.0
107.2
113.5
116.7
121.4

17.9
17.9
17.9
17.9
17.9
17.9
17.9
17.9
17.9
17.9
17.9
17.9
17.9
17.9
17.9
17.9
17.9
27.0
27.0
27.0

31.95
31.95
31.95
31.95
31.95
31.95
31.95
31.95
31.95
31.95
31.95
31.95
31.95
31.95
31.95
31.95
31.95
31.95
31.95
31.95
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DYE41

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Óãëåðîä/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Íåðæàâåþùàÿ ñòàëü/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/âèòîí (ôòîðîóãëåðîä)/
  äèîêñèä êðåìíèÿ(êâàðö))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC/TC)
• Rotary Ring (Steel/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton/Silica Gel)
• Spring and Metal Parts (Steel)

Pumps: Water, oil, weak acid, weak alkali, etc.
Temperature: -20°C ~ 200°C
Pressure: ≤ 1.2 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, ñëàáûå êèñëîòû, ñëàáûå ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

Ø
D
1 

(H
8
)

L2L1

Ø
d1

 (
h7

)

Ø
D

Name d D L1D1 L2
DYE41-8
DYE41-10
DYE41-12
DYE41-14
DYE41-15
DYE41-16
DYE41-17
DYE41-18
DYE41-19
DYE41-20
DYE41-22
DYE41-24
DYE41-25
DYE41-26
DYE41-28
DYE41-30
DYE41-32
DYE41-33
DYE41-35
DYE41-38
DYE41-40
DYE41-42
DYE41-43
DYE41-45
DYE41-48
DYE41-50
DYE41-55
DYE41-60
DYE41-65
DYE41-70
DYE41-75
DYE41-80
DYE41-85
DYE41-90
DYE41-95
DYE41-100

8
10
12
14
15
16
17
18
19
20
22
24
25
26
28
30
32
33
35
38
40
42
43
45
48
50
55
60
65
70
75
80
85
90
95
100

16
17.5
20
23
24
26
27
29
30
30
34
35
37
38
42
43
45
48
50
54
56
59
60
64
68
69
74
80
87
92
97
102
110
117
122
127

17.1
18.1
20.6
23.1
26.9
26.9
26.9
30.9
30.9
30.9
35.4
35.4
38.2
38.2
43.3
43.3
43.3
53.5
53.5
60.5
60.5
60.5
60.5
65.5
65.5
72.5
72.5
79.3
84.5
89.5
94.5
99.5
105.5
111.5
116.5
119.5

5.5
5.5
5.5
6
7
7
7
8
8
8
8
8

8.5
8.5
9
9
9

11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
13.5
13.5
13.5

15.2
15.2
18.2
22.2
22.2
23.2
23.2
24.2
25.2
25.2
25.2
27.2
27.2
27.2
29.2
30.2
30.2
39.2
39.2
39.2
39.2
39.2
39.2
41.2
41.2
45.2
47.2
49.2
51.2
51.2
57.2
59.2
59.2
62.2
62.2
75.2

DYE41
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Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Óãëåðîä/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Íåðæàâåþùàÿ ñòàëü/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/âèòîí (ôòîðîóãëåðîä)/
  äèîêñèä êðåìíèÿ(êâàðö))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC/TC)
• Rotary Ring (Steel/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton/Silica Gel)
• Spring and Metal Parts (Steel)

Pumps: Water, oil, weak acid, weak alkali, etc.
Temperature: -30°C ~ 200°C
Pressure: ≤ 1.2 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, ñëàáûå êèñëîòû, ñëàáûå ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

DYE41U2

DYE41U2-10
DYE41U2-12
DYE41U2-14
DYE41U2-16
DYE41U2-18
DYE41U2-20
DYE41U2-22
DYE41U2-24
DYE41U2-25
DYE41U2-28
DYE41U2-30
DYE41U2-32
DYE41U2-33
DYE41U2-35
DYE41U2-38
DYE41U2-40
DYE41U2-43

Name d D L1D1 L2
10
12
14
16
18
20
22
24
25
28
30
32
33
35
38
40
43

17.5
20
23
26
29
29
34
34
37
42
43
45
48
49
54
56
60

21
23
25
27
33
35
37
39
40
43
45
48
48
50
56
58
61

7
7
7
7
10
10
10
10
10
10
10
10
10
10
13
13
13

15.2
18.2
22.2
23.2
24.2
25.2
25.2
27.2
27.2
29.2
30.2
30.2
39.2
39.2
42.2
42.2
47.2

Name d D L1D1 L2
DYE41U2-45
DYE41U2-48
DYE41U2-50
DYE41U2-53
DYE41U2-55
DYE41U2-58
DYE41U2-60
DYE41U2-63
DYE41U2-65
DYE41U2-68
DYE41U2-70
DYE41U2-75
DYE41U2-80
DYE41U2-85
DYE41U2-90
DYE41U2-95
DYE41U2-100

45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

64
68
69
71
74
76
79
83
87
88
92
97
102
110
117
122
127

63
66
70
73
75
78
80
83
85
90
92
97
105
110
115
120
125

13
13
14
14
14
14
14
14
14
16
16
16
18
18
18
18
18

47.2
47.2
46.2
56.2
56.2
56.2
56.2
56.2
66.2
64.2
64.2
64.2
72.2
72.2
72.2
72.2
72.2
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Ø
D

DYE41U2
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DYE42

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Óãëåðîä/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Íåðæàâåþùàÿ ñòàëü/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/âèòîí (ôòîðîóãëåðîä)/
  äèîêñèä êðåìíèÿ(êâàðö))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC/TC)
• Rotary Ring (Steel/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton/Silica Gel)
• Spring and Metal Parts (Steel)

Pumps: Water, oil, weak acid, weak alkali, etc.
Temperature: -30°C ~ 200°C
Pressure: ≤ 1.0 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, ñëàáûå êèñëîòû, ñëàáûå ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.0 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

DYE42

Name d D L1D1 L2
DYE42-10
DYE42-12
DYE42-14
DYE42-15
DYE42-16
DYE42-18
DYE42-19
DYE42-20
DYE42-22
DYE42-24
DYE42-25
DYE42-26
DYE42-28
DYE42-30
DYE42-32
DYE42-35
DYE42-38
DYE42-40
DYE42-42
DYE42-43
DYE42-45
DYE42-48
DYE42-50
DYE42-55
DYE42-58
DYE42-60
DYE42-65
DYE42-68
DYE42-70
DYE42-75
DYE42-80

10
12
14
15
16
18
19
20
22
24
25
26
28
30
32
35
38
40
42
43
45
48
50
55
58
60
65
68
70
75
80

19
20
23
24
26
29
31
31
33
35
36
36
40
43
46
49
53
56
59
59
61
64
66
71
76
78
84
87
90
98
100

19.2
21.69
24.6
24.6
28
30
31
35
35
38
38
40
42
45
48
52
55
58
62
63
64

68.4
69.3
75.4
78.4
80.4
85.4
91.5
92
99
104

7.1
7.6
7.6
8.6
9
10
9

9.5
9.5
9.5
9.5
10
11
11
11

11.5
11.5
11.5
14.3
14.3
14.3
14.3
14.3
15.3
15.3
15.3
15.3
16

15.3
15.3
16.3

15.7
15.7
15.7
15.7
17.7
18.7
20.2
20.2
21.7
23.2
24.7
24.7
24.7
24.7
28.2
28.2
31.2
24.2
35.2
35.2
36.7
42.2
43.2
47.2
50.2
51.2
52.2
53.2
54.2
55.2
58.2

Ø
D
1 

(H
8
)

L2L1

Ø
d1

 (
h7

)

Ø
D

20
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DY412

DY412

Name d D L1
DY412-20
DY412-22
DY412-24
DY412-25
DY412-28
DY412-30
DY412-32
DY412-33

20
22
24
25
28
30
32
33

34
36
38
39
42
44
46
47

35.2
35.2
35.2
35.2
35.2
35.2
35.2
35.2

Name d D L1
DY412-35
DY412-38
DY412-40
DY412-43
DY412-45
DY412-48
DY412-50
DY412-53
DY412-55

35
38
40
43
45
48
50
53
55

49
54
56
59
61
64
66
69
71

35.2
38.2
38.2
38.2
38.2
38.2
39.2
40.2
40.2

Name d D L1
DY412-60
DY412-65
DY412-70
DY412-75
DY412-80
DY412-85
DY412-90
DY412-95
DY412-100

60
65
70
75
80
85
90
95
100

78
83
90
95
100
105
110
115
120

41.2
41.2
42.2
42.2
42.2
43.2
45.2
45.2
45.2

Pumps: Water, oil, weak acid, weak alkali, etc.
Temperature: -30°C ~ 200°C
Pressure: ≤ 1.2 MPa
Speed: ≤20 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, ñëàáûå êèñëîòû, ñëàáûå ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤20 ì/ñåê

Ø
D

Ø
d 

(h
7)

L1

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Óãëåðîä/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Íåðæàâåþùàÿ ñòàëü/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/âèòîí (ôòîðîóãëåðîä)/
  òåôëîí(ôòîðïëàñò))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC/TC)
• Rotary Ring (Steel/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton/Teflon)
• Spring and Metal Parts (Steel)

22WWW.SOLTECPUMPS.COM

DYE420

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/âèòîí (ôòîðîóãëåðîä))
   • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Parts (Steel)

Pumps: Water, oil, weak acid, weak alkali, etc.
Temperature: -20°C ~ 200°C
Pressure: ≤ 1.0 MPa
Speed: ≤18 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, ñëàáûå êèñëîòû, ñëàáûå ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.0 ÌÏà
Ñêîðîñòü: ≤18 ì/ñåê

DYE420

Ø
D

Ø
d1

 (
h7

)

L1

Name d D L1 Name d D L1
DY420-20
DY420-24
DY420-25
DY420-28
DY420-30
DY420-32
DY420-33
DY420-35
DY420-38
DY420-40
DY420-43
DY420-45
DY420-48
DY420-50

DY240-53
DY240-55
DY240-58
DY240-60
DY240-63
DY240-65
DY240-70
DY240-75
DY240-80
DY240-85
DY240-90
DY240-95
DY240-100

20
24
25
28
30
32
33
35
38
40
43
45
48
50

34
38
39
42
44
46
47
49
55
57
60
62
65
67

28.2
28.2
28.2
28.2
28.2
28.2
28.2
28.2
31.2
31.2
31.2
31.2
31.2
31.2

53
55
58
60
63
65
70
75
80
85
90
95
100

70
72
75
77
80
82
87
87
97
102
107
112
117

31.2
31.2
31.2
31.2
31.2
31.2
31.2
31.2
31.2
31.2
31.2
31.2
31.2
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DY445

DY445

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Óãëåðîä/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Íåðæàâåþùàÿ ñòàëü/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/âèòîí (ôòîðîóãëåðîä)/
  òåôëîí(ôòîðïëàñò))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC/TC)
• Rotary Ring (Steel/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton/Teflon)
• Spring and Metal Parts (Steel)

Ø
D

Ø
d1

 (
h7

)

Ø
d

L1

L2

Name d D L1d1 L2
DY445-20
DY445-22
DY445-24
DY445-25
DY445-28
DY445-30
DY445-33
DY445-35
DY445-38
DY445-40
DY445-43
DY445-45

20
22
24
25
28
30
33
35
38
40
43
45

24
26
28
30
33
35
38
40
43
45
48
50

38
40
42
44
47
49
54
56
59
61
64
66

40.2
40.2
40.2
40.2
40.2
40.2
42.2
42.2
43.2
43.2
43.2
44.2

7
7
7
7
7
7
7
7
8
8
8
8

Name d D L1d1 L2
DY445-48
DY445-50
DY445-55
DY445-60
DY445-65
DY445-70
DY445-75
DY445-80
DY445-85
DY445-90
DY445-95

48
50
55
60
65
70
75
80
85
90
95

53
55
60
65
70
75
80
85
90
95
100

69
71
78
83
90
95
100
105
110
115
120

44.2
44.2
46.2
46.2
46.2
46.2
46.2
46.2
49.2
49.2
49.2

8
8
9
9
9
9
9
9
10
10
10

Pumps: Water, oil, weak acid, weak alkali, etc.
Temperature: -30°C ~ 200°C
Pressure: ≤ 2.5 MPa
Speed: ≤23 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, ñëàáûå êèñëîòû, ñëàáûå ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤2.5 ÌÏà
Ñêîðîñòü: ≤23 ì/ñåê
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DYE46

Ø
D
1

Ø
D
2

L1

L2 L3

Ø
d 

(h
7)

Ø
D

Name d D L1D1 D2 L2 L3
DY46-15/16"
DY46-1"
DY46-1 1/8"
DY46-1 1/4"
DY46-1 3/8"
DY46-1 1/2"
DY46-1 5/8"
DY46-1 3/4"
DY46-1 7/8"
DY46-2"
DY46-2 1/8"
DY46-2 1/4"
DY46-2 3/8"
DY46-2 1/2"
DY46-2 5/8"
DY46-2 3/4"
DY46-2 7/8"
DY46-3"
DY46-3 1/8"
DY46-3 1/4"
DY46-3 3/8"
DY46-3 1/2"
DY46-3 5/8"
DY46-3 3/4"
DY46-3 7/8"

23.83
25.4
28.58
31.75
34.93
38.1
41.28
44.45
47.63
50.8
53.98
57.15
60.33
63.5
66.68
69.85
73.03
76.2
79.38
82.55
85.73
88.9
92.08
95.25
101.6

50
52
55
60
62
65
68
72
75
78
80
83
86
90
98
98
105
105
109
109
114
120
120
125
130

54
54
65
68
71
78
81
84
87
97
100
103
106
110
113
116
117
121
129
132
135
138
141
144
151

51.5
55.5
58.5
61.5
63.5
71.5
74.5
81
84

90.5
97
100

100.5
106

109.5
116
119

123.5
133

123.5
123.5
126.5
134.5
133

158.5

17.6
17.6
27
27
27
27
27
27
27

33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3

17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4
17.4

38.2
38.2
38.2
38.2
38.2
38.2
38.2
38.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2

Name d D L1D1 L3
DY46-18
DY46-20
DY46-22
DY46-24
DY46-25
DY46-28
DY46-30
DY46-32
DY46-33
DY46-35
DY46-38
DY46-40
DY46-43
DY46-45
DY46-48
DY46-50
DY46-53
DY46-55
DY46-58
DY46-60
DY46-63
DY46-65
DY46-68
DY46-70
DY46-75
DY46-80
DY46-85
DY46-90
DY46-95
DY46-100

18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

44
46
48
50
52
55
58
60
60
62
65
68
70
72
75
78
80
80
83
86
90
93
98
98
105
109
114
120
125
130

48
51
51
54
54
65
68
68
71
71
78
81
84
84
97
97
100
103
106
106
110
113
116
116
121
132
138
144
144
151

17.6
17.6
17.6
17.6
17.6
27
27
27
27
27
27
27
27
27

33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3
33.3

38.2
38.2
38.2
38.2
38.2
38.2
38.2
38.2
38.2
38.2
38.2
38.2
38.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2
42.2

DY46

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/âèòîí (ôòîðîóãëåðîä)/
  òåôëîí (ôòîðïëàñò))
   • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton/Teflon)
• Spring and Metal Parts (Steel)

Pumps: Water, oil, weak acid, weak alkali, etc.
Temperature: -20°C ~ 200°C
Pressure: ≤ 1.0 MPa
Speed: ≤18 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, ñëàáûå êèñëîòû, ñëàáûå ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.0 ÌÏà
Ñêîðîñòü: ≤18 ì/ñåê

DY46-XXA

DY46-XX

24
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DY47, DY47F

DY47, ÂÍ47F

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Óãëåðîä/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/íåðæàâåþùàÿ ñòàëü/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC/TC)
• Rotary Ring (Carbon/steel/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Parts (Steel)

Name d D L1 L2D1 D2
DY47 DY47F-14
DY47 DY47F-16
DY47 DY47F-18
DY47 DY47F-20
DY47 DY47F-22
DY47 DY47F-24
DY47 DY47F-25
DY47 DY47F-28
DY47 DY47F-30
DY47 DY47F-32
DY47 DY47F-33
DY47 DY47F-35
DY47 DY47F-38
DY47 DY47F-40
DY47 DY47F-43
DY47 DY47F-45
DY47 DY47F-48
DY47 DY47F-50
DY47 DY47F-53
DY47 DY47F-55
DY47 DY47F-58
DY47 DY47F-60
DY47 DY47F-63
DY47 DY47F-65
DY47 DY47F-68
DY47 DY47F-70
DY47 DY47F-75
DY47 DY47F-80
DY47 DY47F-85
DY47 DY47F-90
DY47 DY47F-95
DY47 DY47F-100

14
16
18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

25
27
33
35
37
39
40
43
45
47
48
50
55
57
60
62
65
67
70
72
79
81
84
86
89
91
99
104
109
114
119
124

25
27
33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
83
85
90
92
98
105
110
115
120
125

33
35
37
39
41
43
44
46
48
50
50
53
58
60
64
65
68
70
74
75
82
84
87
94
92
94
104
108
113
118
123
128

10
10
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
14
14
14
14
14
15
15
15
15
15
15
15
18
18
18

18.2
18.2
18.2
17.2
17.2

25.2
25.2
26.2
26.2
26.2
28.7
28.7
31.2
31.2
31.2
31.2
31.2
31.2
31.2
31.2
31.2
31.2
32.7
32.7
32.7
37.7
37.7
37.7
37.7
34.7
42.2
42.2
42
42
47
48
48

DY47-XX

DY47F-XX

Ø
D
1 

(H
8
)

5

L1 L2

Ø
d 

(h
7)

Ø
D

Ø
D
2

Pumps: Water, oil, acid, alkali, etc.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤18 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, êèñëîòû, ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤18 ì/ñåê
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DY47P

DY47P

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/âèòîí (ôòîðîóãëåðîä)/
•  Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Parts (Steel)

Pumps: Water, oil, acid, alkali with low corrosion, etc.
Temperature: -20°C ~ 200°C
Pressure: ≤2.5 MPa
Speed: ≤18 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäà, ìàñëî, êèñëîòû, ñëàáî êîððîäèðóþùàÿ ùåëî÷ü è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤2.5 ÌÏà
Ñêîðîñòü: ≤18 ì/ñåê

DY47P-14
DY47P-16
DY47P-18
DY47P-20
DY47P-22
DY47P-24
DY47P-25
DY47P-28
DY47P-30
DY47P-32
DY47P-33
DY47P-35
DY47P-38
DY47P-40
DY47P-43
DY47P-45
DY47P-48
DY47P-50
DY47P-53
DY47P-55
DY47P-58
DY47P-60
DY47P-63
DY47P-65
DY47P-70
DY47P-75
DY47P-80
DY47P-85
DY47P-90
DY47P-95

Name d D L1D1 L2 L3d1
14
16
18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
70
75
80
85
90
95

18
20
22
24
26
28
30
33
35
38
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

33
35
37
39
41
43
45
48
50
55
55
57
60
62
65
67
70
72
79
81
84
86
89
91
99
104
109
114
119
124

25
27
33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
83
85
92
97
105
110
115
120

10
10
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
14
14
14
14
15
15
15
15
15
15
15
15
18
18

18.2
18.2
18.2
17.2

32.7
32.7
33.7
33.7
33.7
36.2
36.2
38.7
38.7
38.7
38.7
38.7
38.7
38.7
38.7
38.7
38.7
42.7
42.7
42.7
47.7
47.7
47.7
47.7
52.2
52.2
52
57
57
58

18
18
20
20
20
20
20
20
20
20
20
20
23
23
23
23
23
25
25
25
25
25
25
25
28
28
28
28
28
28

Ø
d

Ø
D
1 

(H
8
)

L3

L1 L2

Ø
d 

(h
7)

Ø
D



WWW.SOLTECPUMPS.COM27

DY508

DY508

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Óãëåðîä/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Íåðæàâåþùàÿ ñòàëü/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC/TC)
• Rotary Ring (Steel/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Parts (Steel)

Name d D L1 L2D1
DY508-25
DY508-28
DY508-30
DY508-32
DY508-35
DY508-38
DY508-40
DY508-42
DY508-45
DY508-48
DY508-50
DY508-52
DY508-55
DY508-58
DY508-60
DY508-62
DY508-65
DY508-68
DY508-70
DY508-75

25
28
30
32
35
38
40
42
45
48
50
52
55
58
60
62
65
68
70
75

41
42

45.5
47
50
53
55

55.5
60
61.9
66
68
71
74
77
78
82
84
87
91.5

40
44
47
48
51
54
57

60.5
61
64
67
70
73
76
80
83
86
89
89
95

23
23
24
24
24
24
24
24
24
24
24
24
24
24
26
26
26
26
26
26

38.2
40.2
40.2
40.2
40.2
45.2
45.2
50.2
50.2
55.2
55.2
58.2
58.2
58.2
60.2
60.2
62.2
62.2
65.2
65.2

L1 L2

Ø
D
1 

(H
8
)

Ø
d 

(h
7)

Ø
D

Mediums: Water, oil, acid, alkali with low corrosion, etc.
Temperature: -20°C ~ 180°C
Pressure: ≤1.0 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, êèñëîòû, ñëàáî êîððîäèðóþùàÿ ùåëî÷ü è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 180ºÑ
Äàâëåíèå: ≤1.0 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê
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DY52P

DY52P

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/âèòîí (ôòîðîóãëåðîä)/
•  Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Parts (Steel)

Ø
d1

 (
h7

)
Ø
D Ø
d

Ø
D
1 

(H
8
)L3

L1L2

Name d D L1D1 L2 L3d1
DY52P-10
DY52P-12
DY52P-14
DY52P-16
DY52P-18
DY52P-20
DY52P-22
DY52P-24
DY52P-25
DY52P-28
DY52P-30
DY52P-32
DY52P-33
DY52P-35
DY52P-38
DY52P-40
DY52P-43
DY52P-45
DY52P-48
DY52P-50
DY52P-53
DY52P-55
DY52P-58
DY52P-60
DY52P-63
DY52P-65
DY52P-70
DY52P-75
DY52P-80

10
12
14
16
18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
70
75
80

14
16
18
20
22
24
26
28
30
33
35
38
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85

24
26
31
34
36
38
40
42
44
47
49
54
54
56
59
61
64
66
69
71
78
79
83
85
88
90
98
103
109

21
23
25
27
33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
83
85
92
97
105

10
10
10
10
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
14
14
14
14
14
15
15
15
15
15
15
15
18
18

18.2

25.7
26.7
29.7
31.2
32.7
32.7
32.7
32.7
33.7
35.7
35.7
39.7
39.7
43.7
46.2
48.2
51.2
55.2
55.2
58.2
60.2
60.2
60.2
60.2
60.2
61.2
63.2
68.2
68.2

18
18
18
18
20
20
20
20
20
20
20
20
20
20
23
23
23
23
23
25
25
25
25
25
25
25
28
28
28

Pumps: Water pumps, sewage pumps, and chemical pumps, etc.
Temperature: -20°C ~ 180°C
Pressure: ≤2.5 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäÿíûå, ñòî÷íûå è õèìè÷åñêèå è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 180ºÑ
Äàâëåíèå: ≤2.5 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê
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DY521

DY521

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë)/ 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Parts (Steel)

Mediums: Water, oil, weak acids, weak alkali, etc.
Temperature: -20°C ~ 200°C
Pressure: ≤0.8 MPa
Speed: ≤15 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, ñëàáûå êèñëîòû, ñëàáûå ùåëî÷è è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤0.8 ÌÏà
Ñêîðîñòü: ≤15 ì/ñåê

L1

Ø
D

Ø
d 

(h
7)

Name d D L1
DY521-25
DY521-28
DY521-30
DY521-32
DY521-33
DY521-35
DY521-38
DY521-40
DY521-43
DY521-45
DY521-48
DY521-50
DY521-53
DY521-55
DY521-58
DY521-60
DY521-63
DY521-65
DY521-68
DY521-70
DY521-75
DY521-80
DY521-85
DY521-90
DY521-95
DY521-100

25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

39
42
44
46
47
49
54
56
59
61
64
66
69
71
78
80
83
85
88
90
99
104
109
114
119
124

30.2
32.7
32.7
32.7
32.7
32.7
34.2
34.2
34.2
34.2
34.2
34.2
34.2
34.2
39.7
39.7
39.7
39.7
37.4
44.9
44.9
44.9
44.9
49.5
49.5
49.5

Name d D L1
DY521-1"

DY521-1 1/8"

DY521-1 1/4"

DY521-1 3/8"

DY521-1 1/2"

DY521-1 5/8"

DY521-1 3/4"

Dy521-1 7/8"

Dy521-2"

DY521-2 1/8"

DY521-2 1/4"

DY521-2 3/8"

DY521-2 1/2"

DY521-2 5/8"

DY521-2 3/4"

Dy521-2 7/8"

DY521-3"

DY521-3 1/8"

DY521-3 1/4"

DY521-3 3/8"

DY521-3 1/2"

DY521-3 5/8"

DY521-3 3/4"

Dy521-3 7/8"

DY521-4"

25.4

28.58

31.75

34.93

38.1

41.28

44.45

47.63

50.8

53.98

57.15

60.33

63.5

66.68

69.85

73.03

76.2

79.38

82.55

85.73

88.9

92.08

95.25

98.43

101.6

38

41.3

45.13

48.2

54

57

60.3

63.5

66.7

70

73

76.2

79.4

89

92

95.3

98.5

101.6

104.8

108

111

114.3

119.5

120.6

126

25.6

25.6

28.2

28.2

28.2

28.2

28.2

28.2

28.2

28.2

28.2

28.2

28.2

38.2

38.2

38.2

38.2

38.2

38.2

38.2

38.2

38.2

38.2

38.2

38.2
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DY523

DY523

Ðàáî÷èå óñëîâèÿ
Working Conditions

Mediums: Petroleum, chemical solvents,
             weak and medium corrosion, ets.
Temperature: -40°C ~ 220°C
Pressure: ≤ 2.5 MPa
Speed: ≤ 15 m/Sec

Ñðåäà: Íåôòü, õèìè÷åñêèå ðàñòâîðèòåëè, 
          ñëàáûå è ñðåäíèå ïðîäóêòû êîðîçèè, è ò. ä.
Òåìïåðàòóðà: -40ºÑ ~ 220ºÑ
Äàâëåíèå: ≤2.5 ÌÏà
Ñêîðîñòü: ≤15 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë) / 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/
  âèòîí (ôòîðîóãëåðîä)/ òåôëîí(ôòîðîïëàñò))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton/Teflon)
• Spring and Metal Part (Steel)

L1

Ø
D

L2

Ø
d1

 (
h7

)

Ø
D

DY523-25
DY523-28
DY523-30
DY523-32
DY523-33
DY523-35
DY523-38
DY523-40
DY523-43
DY523-45
DY523-48
DY523-50
DY523-53
DY523-55
DY523-58
DY523-60
DY523-63
DY523-65
DY523-70
DY523-75
DY523-80
DY523-85
DY523-90
DY523-95
DY523-100

30
33
35
38
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100
105

44
47
49
54
54
56
59
61
64
66
69
71
78
80
83
85
88
90
99
104
109
114
119
124
129

37,7
40,2
40,2
40,2
40,2
40,2
41,7
41,7
41,7
41,7
41,7
44,7
44,7
44,7
49,7
49,7
49,7
49,7
54,9
54,9
54,9
59,5
59,5
59,5
59,5

10
10
10
10
10
10
12
12
12
12
12
12
12
12
12
12
12
12

12,7
12,7
12,3
12,3
12,3
12,3
12,3

Name d d1 D L1 L2
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
70
75
80
85
90
95
100

Name d d1 D L1 L2
DY523-7/8"
DY523-1"
DY523-1 1/8"
DY523-1 1/8"A
DY523-1 1/4"
DY523-1 3/8"
DY523-1 1/2"
DY523-1 5/8"
DY523-1 3/4"
DY523-1 7/8"
DY523-2"
DY523-2 1/8"
DY523-2 1/4"
DY523-2 3/8"
DY523-2 1/2"
DY523-2 5/8"
DY523-2 3/4"
DY523-2 7/8"
DY523-3"
DY523-3 1/8"
DY523-3 1/4"
DY523-3 3/8"
DY523-3 1/2"
DY523-3 5/8"
DY523-3 3/4"

22.23
25.4
28.58
28.58
31.75
34.93
38.1
41.28
44.45
47.63
50.8
53.98
57.15
60.33
63.5
66.68
69.85
73.03
76.2
79.38
82.55
85.73
88.9
92.08
95.25

25.4
28.58
31.75
34.93
38.1
41.28
44.45
47.62
50.8
53.98
57.15
60.33
63.5
66.68
69.85
73.03
76.2
79.38
82.55
85.73
88.9
92.08
95.25
98.43
101.6

38
41.3
45

48.2
54
57

60.3
63.5
66.7
70
73

76.2
79.4
89
92

95.3
98.5
101.6
104.8
108
111

114.3
117.5
120.7
126

33.7
33.7
33.7
36.7
36.7
37.7
38.2
38.2
38.2
38.2
44.7
44.7
44.7
47.2
47.2
47.2
47.2
47.2
47.2
47.2
47.2
47.2
47.2
47.2
47.2

7.5
7.5
7.5
9.5
9.5
10.5
11
11
11
11

10.5
10.5
10.5
13
13
13
13
13
13
13
13
13
13
13
13
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t4 t6

C13

T9

Ø
d 

(h
7)

Ø
D
2

Ø
D
1 

(H
8
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Ø
D
3 

(H
8
)

L1 L5

L3 L4

DY53A

DY53B

DY53N

Ø
D
1 

(H
8
)

L1 L2

Ø
d 

(h
7)

Ø
D

DY53-10
DY53-12
DY53-14
DY53-16
DY53-18
DY53-20
DY53-22
DY53-24
DY53-25
DY53-28
DY53-30
DY53-32
DY53-33
DY53-35
DY53-38
DY53-40
DY53-43
DY53-45
DY53-48
DY53-50
DY53-53
DY53-55
DY53-58
DY53-60
DY53-63
DY53-65
DY53-68
DY53-70
DY53-75
DY53-80

Name d D D1 D2 D3 L1 L2 L3 L4 L5
10
12
14
16
18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80

19
21
23
26
29
31
33
35
36
40
43
46
47
49
53
56
59
61
64
66
69
71
76
78
83
84
88
90
98
100

21
23
25
27
33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
83
85
90
92
97
105

20
22
24
26
31
34
36
38
39
42
44
46
47
49
54
56
59
61
64
66
69
71
78
79
83
85
88
90
98
103

19.2
21.6
24.6
28
30
35
35
38
38
42
45
48

52
55
58

64
68.4
69.3

75.4
78.4
80.4

85.4
91.5
92
99
104

10
10
10
10
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
14
14
14
14
14
15
15
15
15
15
15
15
18
18
18

18.2

15.5
16

16.5
18

19.5
22
21.5
23.5
26.5
26.5
26.5
28.5
28.5
28.5
33.5
36

38.5
39.5
46
45
47
49
55
55
55
55
55
57
62
61.8

7.1
7.6
7.6
9
10
9.5
9.5
9.5
9.5
11
11
11

11.5
11.5
11.5

14.3
14.3
14.3

15.3
15.3
15.3

15.3
16

15.3
15.3
16.3

16.5
16.5
18
19

20.5
22

23.5
24.5
24.5
28

28
31
34

36.5
42
43

47
50
51

52
52.7
54
54
58

16.9
17.4
17.4
19.5
20.5
22

23.5
25

26.5
26.5
25

28.5

28.5
32.2
34.7

39.2
44.7
45.7

49
52
55

54.3
55.3
56.3
56.3
59.3

DY53A, DY53B, DY53N

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë) / 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/ Âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)
• T9, t4, t6 è Ñ13 ïî âûáîðó çàêàç÷èêà 

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Part (Steel)
• T9, t4, t6 and C13 is Also Your Optional

Pumps: Water pumps, sewage pumps,
          and chemical pumps, etc.
Temperature: -20°C ~ 180°C
Pressure: ≤ 1.0 MPa
Speed: ≤ 10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäÿíûå, ñòî÷íûå è õèìè÷åñêèå, è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 180ºÑ
Äàâëåíèå: ≤1.0 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

DY53A, DY53B, DY53N

DY57-XX, DY57-XXAName
DY57-18
DY57-20
DY57-22
DY57-24
DY57-25
DY57-28
DY57-30
DY57-32
DY57-33
DY57-35
DY57-38
DY57-40
DY57-43
DY57-45
DY57-48
DY57-50
DY57-53
DY57-55
DY57-58
DY57-60
DY57-63
DY57-65
DY57-68
DY57-70
DY57-75
DY57-80
DY57-85
DY57-90
DY57-95
DY57-100

18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

32
34
36
38
39
42
44
47
47
49
54
56
59
61
64
66
69
71
78
80
83
85
88
90
99
104
109
114
119
124

33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
83
85
90
92
97
105
110
115
120
125

9
9
9
9
9

9,5
9,5
9,5
9,5
9,5
10,5
10,5
10,5
10,5
10,5
12
12
12
13
13
13
13

13,5
14
14
14
14

15,5
15,5
15,5

28,7
28,7
28,7
31,2
31,2
33,2
33,2
33,2
33,2
33,2
34,7
34,7
34,7
34,7
34,7
35,7
35,7
35,7
39,7
39,7
39,7
39,7
39,2
46,2
46,2
46,2
46,2
49,7
49,7
49,7

7
7
7
7
7
7
7
7
7
7
8
8
8
8
8

9,5
9,5
9,5
10,5
10,5
10,5
10,5
11

11,5
11,5
11,5
11,5
13
13
13

30,7
30,7
30,7
33,2
33,2
35,7
35,7
35,7
35,7
35,7
37,2
37,2
37,2
37,2
37,2
38,2
38,2
38,2
42,2
42,2
42,2
42,2
41,7
48,7
48,7
48,7
48,7
52,2
52,2
52,2

d D D1 L1 L2 L3 L4

Ø
D
1 

(H
8
)

L2L1

L4L3

Ø
d 

(h
7)

Ø
D

Ðàáî÷èå óñëîâèÿ
Working Conditions

Mediums: Pulp and paper, sugar,
             and sewage disposal, ets.
Temperature: -20°C ~ 200°C
Pressure: ≤2.5 MPa
Speed: ≤15 m/Sec

Ñðåäà: Öåëþëîçà è áóìàãà,
          ñàõàð è ñòî÷íûå âîäû, è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤2.5 ÌÏà
Ñêîðîñòü: ≤15 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë) / 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/ Âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Part (Steel)

DY57-XX

DY57-XXA

32WWW.SOLTECPUMPS.COM

DY57-XX, DY57-XXA
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DY57-XX, DY57-XXAName
DY57-18
DY57-20
DY57-22
DY57-24
DY57-25
DY57-28
DY57-30
DY57-32
DY57-33
DY57-35
DY57-38
DY57-40
DY57-43
DY57-45
DY57-48
DY57-50
DY57-53
DY57-55
DY57-58
DY57-60
DY57-63
DY57-65
DY57-68
DY57-70
DY57-75
DY57-80
DY57-85
DY57-90
DY57-95
DY57-100

18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

32
34
36
38
39
42
44
47
47
49
54
56
59
61
64
66
69
71
78
80
83
85
88
90
99
104
109
114
119
124

33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
83
85
90
92
97
105
110
115
120
125

9
9
9
9
9

9,5
9,5
9,5
9,5
9,5
10,5
10,5
10,5
10,5
10,5
12
12
12
13
13
13
13

13,5
14
14
14
14

15,5
15,5
15,5

28,7
28,7
28,7
31,2
31,2
33,2
33,2
33,2
33,2
33,2
34,7
34,7
34,7
34,7
34,7
35,7
35,7
35,7
39,7
39,7
39,7
39,7
39,2
46,2
46,2
46,2
46,2
49,7
49,7
49,7

7
7
7
7
7
7
7
7
7
7
8
8
8
8
8

9,5
9,5
9,5
10,5
10,5
10,5
10,5
11

11,5
11,5
11,5
11,5
13
13
13

30,7
30,7
30,7
33,2
33,2
35,7
35,7
35,7
35,7
35,7
37,2
37,2
37,2
37,2
37,2
38,2
38,2
38,2
42,2
42,2
42,2
42,2
41,7
48,7
48,7
48,7
48,7
52,2
52,2
52,2

d D D1 L1 L2 L3 L4
Ø
D
1 
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8
)

L2L1

L4L3

Ø
D
 (
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)

Ø
D

Ðàáî÷èå óñëîâèÿ
Working Conditions

Mediums: Pulp and paper, sugar,
             and sewage disposal, ets.
Temperature: -20°C ~ 200°C
Pressure: ≤2.5 MPa
Speed: ≤15 m/Sec

Ñðåäà: Öåëþëîçà è áóìàãà,
          ñàõàð è ñòî÷íûå âîäû, è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤2.5 ÌÏà
Ñêîðîñòü: ≤15 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë) / 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/ Âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Part (Steel)

DY57-XX, DY57-XXA

DY57-XX

DY57-XXA

34ïðîãðåññèâíûå òåõíîëîãèè

DY591-18
DY591-20
DY591-22
DY591-24
DY591-25
DY591-28
DY591-30
DY591-32
DY591-33
DY591-35
DY591-38
DY591-40
DY591-43
DY591-45
DY591-48
DY591-50
DY591-55
DY591-60
DY591-65
DY591-70
DY591-75
DY591-80
DY591-85
DY591-90
DY591-95
DY591-100

18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
55
60
65
70
75
80
85
90
95
100

32.28
34.29
36.3
38.3
39.29
42.29
44.3
46.3
47.9

49.48
54.28
58.08
59.08
61.09
64.11
66.09
71.07
77.14
83.01
86.08
98.43
104.76
107.95
114.3
117.48
123.83

35.2
35.2
35.2
35.2
35.2
35.2
35.2
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65

51
51
51
51
51
51

25.4
28.58
31.75
34.93
38.1
41.28
44.45
47.63
50.8
53.98
57.15
60.33
63.5
66.68
69.85
73.03
76.2
79.38
82.55
85.73
88.9
92.08
95.25
98.43
101.6

104.78
107.95
111.13
114.3

39.95
43.13
46.3
49.48
54.43
57.61
60.78
63.96
67.13
70.31
73.48
76.66
76.83
83.01
92.08
95.25
98.43
101.6

104.78
107.95
111.13
114.3
114.48
120.65
123.83

127
130.18
133.35
136.53

35.2
35.2
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65

51
51
51
51
51
51
51
51
51
51
51
51
51
51
51

Name D d L1 Name D d L1
DY591-1"
DY591-1 1/8"
DY591-1 1/4"
DY591-1 3/8"
DY591-1 1/2"
DY591-1 5/8"
DY591-1 3/4"
DY591-1 7/8"
DY591-2
DY591-2 1/8"
DY591-2 1/4"
DY591-2 3/8"
DY591-2 1/2"
DY591-2 5/8"
DY591-2 3/4"
DY591-2 7/8"
DY591-3
DY591-3 1/8"
DY591-3 1/4"
DY591-3 3/8"
DY591-3 1/2"
DY591-3 5/8"
DY591-3 3/4"
DY591-3 7/8"
DY591-4
DY591-4 1/8"
DY591-4 1/4"
DY591-4 3/8"
DY591-4 1/2"

DY591

Ø
D

Ø
d(

h7
)

L1

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë) / 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/ Âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Part (Steel)

DY591

Mediums: Grain and high viscosity mediums,
             especially used in the sugar,
             pulp industry, and sewage disposal, ets.
Temperature: -20°C ~ 180°C
Pressure: ≤ 1.6 MPa
Speed: ≤ 15 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäà: Çåðíî è âûñîêîâÿçêèå ñðåäû,
          îñîáåííî èñïîëüçóåìûå â ñàõàðíîé è
          öåëëþëîçíîé èíäóñòðèè, è ñòî÷íûå âîäû è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 180ºÑ
Äàâëåíèå: ≤1.6 ÌÏà
Ñêîðîñòü: ≤15 ì/ñåê
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DY591

DY591-18
DY591-20
DY591-22
DY591-24
DY591-25
DY591-28
DY591-30
DY591-32
DY591-33
DY591-35
DY591-38
DY591-40
DY591-43
DY591-45
DY591-48
DY591-50
DY591-55
DY591-60
DY591-65
DY591-70
DY591-75
DY591-80
DY591-85
DY591-90
DY591-95
DY591-100

18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
55
60
65
70
75
80
85
90
95
100

32.28
34.29
36.3
38.3
39.29
42.29
44.3
46.3
47.9

49.48
54.28
58.08
59.08
61.09
64.11
66.09
71.07
77.14
83.01
86.08
98.43
104.76
107.95
114.3
117.48
123.83

35.2
35.2
35.2
35.2
35.2
35.2
35.2
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65

51
51
51
51
51
51

25.4
28.58
31.75
34.93
38.1
41.28
44.45
47.63
50.8
53.98
57.15
60.33
63.5
66.68
69.85
73.03
76.2
79.38
82.55
85.73
88.9
92.08
95.25
98.43
101.6

104.78
107.95
111.13
114.3

39.95
43.13
46.3
49.48
54.43
57.61
60.78
63.96
67.13
70.31
73.48
76.66
76.83
83.01
92.08
95.25
98.43
101.6

104.78
107.95
111.13
114.3
114.48
120.65
123.83

127
130.18
133.35
136.53

35.2
35.2
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65
44.65

51
51
51
51
51
51
51
51
51
51
51
51
51
51
51

Name D d L1 Name D d L1
DY591-1"
DY591-1 1/8"
DY591-1 1/4"
DY591-1 3/8"
DY591-1 1/2"
DY591-1 5/8"
DY591-1 3/4"
DY591-1 7/8"
DY591-2
DY591-2 1/8"
DY591-2 1/4"
DY591-2 3/8"
DY591-2 1/2"
DY591-2 5/8"
DY591-2 3/4"
DY591-2 7/8"
DY591-3
DY591-3 1/8"
DY591-3 1/4"
DY591-3 3/8"
DY591-3 1/2"
DY591-3 5/8"
DY591-3 3/4"
DY591-3 7/8"
DY591-4
DY591-4 1/8"
DY591-4 1/4"
DY591-4 3/8"
DY591-4 1/2"

Ø
D

Ø
d(

h7
)

L1

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë) / 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/ Âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Part (Steel)

DY591

Mediums: Grain and high viscosity mediums,
             especially used in the sugar,
             pulp industry, and sewage disposal, ets.
Temperature: -20°C ~ 180°C
Pressure: ≤ 1.6 MPa
Speed: ≤ 15 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäà: Çåðíî è âûñîêîâÿçêèå ñðåäû,
          îñîáåííî èñïîëüçóåìûå â ñàõàðíîé è
          öåëëþëîçíîé èíäóñòðèè, è ñòî÷íûå âîäû è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 180ºÑ
Äàâëåíèå: ≤1.6 ÌÏà
Ñêîðîñòü: ≤15 ì/ñåê

36ïðîãðåññèâíûå òåõíîëîãèè

DYSD

DYSD

Mediums: Refregerating fluids, freon, water, oil, ets.
Temperature: -20°C ~ 80°C
Pressure: ≤ 0.8 MPa
Speed: ≤ 10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäà: Çåðíî è âûñîêîâÿçêèå ñðåäû,
          îñîáåííî èñïîëüçóåìûå â ñàõàðíîé è
          öåëëþëîçíîé èíäóñòðèè, è ñòî÷íûå âîäû è ò. ä.
Òåìïåðàòóðà: -20ºÑ ~ 80ºÑ
Äàâëåíèå: ≤0.8 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

Name d d1 D D1 D2 L1 L2 L3
DYSD-12
DYSD-14
DYSD-15
DYSD-16
DYSD-18

12
14
15
16
18

13
15.9
16
18
20

25
28
28
28
30

g
35.4

37.4
37.4

25.7
30
30.1
33.6
33.6

11
11

8.65
11
11

13.3
15.9
16.5
13.5
15

12
14.4
15
16
18

Ø
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Ø
D

L2L1

Ø
d(

h7
)

Ø
D
2

Ø
D
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H
8
)

L3

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (×óãóí/ ñòàëü)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê
  (íèòðèë)/ õëîð êàó÷óê)
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Cast Iron/Steel)
• Rotary Ring (Carbon)
• Secondary Seal (NBR/ Chlorinated Rubber)
• Spring and Punched Parts (65Mn/Iron)
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Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Óãëåðîä/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî
  (Ãðàôèò/ êàðáèä êðåìíèÿ/ êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå
  (Áóòàäèåíàêðèëîíèòðèëüíûé êàó÷óê (íèòðèë) / 
  ýòèëåíïðîïèëåíîâûé êàó÷óê/ Âèòîí (ôòîðîóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Part (Steel)

DY591

Name Dd L1d1 D1 L2 L3
DY104-16
DY104-18
DY104-20
DY104-22
DY104-25
DY104-28
DY104-30
DY104-35
DY104-40
DY104-45
DY104-50
DY104-55
DY104-60
DY104-65
DY104-70
DY104-75
DY104-80
DY104-85
DY104-90
DY104-95
DY104-100
DY104-110
DY104-120

16
18
20
22
25
28
30
35
40
45
50
55
60
65
70
75
80
85
90
95
100
110
120

25
28
30
32
35
38
40
45
50
55
60
65
70
80
85
90
95
100
105
110
115
130
140

33
35
37
39
42
45
52
57
62
67
72
77
82
92
97
102
107
112
117
122
127
141
151

33
36
40
42
45
48
50
55
60
65
70
75
80
90
97
102
107
112
117
122
127
142
152

12.5
12.5
14.3
14.3
14.3
14.3
14.3
14.3
14.3
14.3
14.3
14.3
14.3
17.3
19.3
19.3
19.3
19.3
19.3
19.3
19.3
21.3
21.3

37
40
40
43
43
44
49
51
54
60
63
65
65
74
76
76
81
82
83
83
83
105
105

8
11
11
14
14
15
15
17
20
25
28
30
30
35
37
37
42
42
43
43
43
60
60

Ø
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Ø
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)
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)
Ø
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1 
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8
)

Ðàáî÷èå óñëîâèÿ
Working Conditions

Mediums: Water, oil, weak acids, weak alkali, ets.
Temperature: -20°C ~ 200°C
Pressure: ≤1.0 MPa
Speed: ≤15 m/Sec

Ñðåäà: Âîäà, ìàñëî, ñëàáûå êèñëîòû, ñëàáûå ùåëî÷è è ò.ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.0 ÌÏà
Ñêîðîñòü: ≤15 ì/ñåê

ïðîãðåññèâíûå òåõíîëîãèè

DY49

DY49

Ñîñòàâíûå ìàòåðèàëû
• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Òåôëîí)
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (Teflon)
• Spring and Punched Parts (Stell)

Name d D D1 L1 L2
DY49-1/2"
DY49-5/8"
DY49-3/4"
DY49-7/8"
DY49-1"
DY49-1 1/8"
DY49-1 1/4"
DY49-1 3/8"
DY49-1 1/2"
DY49-1 5/8"
DY49-1 3/4"
DY49-1 7/8"
DY49-2"
DY49-2 1/8"
DY49-2 1/4"
DY49-2 3/8"
DY49-2 1/2"
DY49-2 5/8"
DY49-2 3/4"
DY49-2 7/8"
DY49-3
DY49-3 1/8"
DY49-3 1/4"
DY49-3 3/8"
DY49-3 1/2"
DY49-3 5/8"
DY49-3 3/4"
DY49-3 7/8"
DY49-4"

12.70
15.88
19.05
22.23
25.40
28.58
31.75
34.93
38.10
41.28
44.45
47.63
50.80
53.98
57.15
60.33
63.50
66.68
69.85
73.03
76.20
79.38
82.55
85.73
88.90
92.08
95.25
98.43
101.60

26.7
30.7
34.0
37.2
40.3
43.5
48.3
51.5
54.6
61.0
64.2
67.3
70.5
76.9
80.0
83.2
86.4
89.6
92.7
95.9
97.5
100.7
105.4
108.6
111.8
115.0
118.1
121.3
124.5

25.40
31.75
34.93
38.10
41.28
44.45
47.63
50.80
53.98
60.33
63.50
66.68
69.85
76.20
79.38
82.55
85.73
85.73
88.90
95.25
98.43
101.60
104.78
107.95
111.13
114.30
117.48
120.65
123.83

7.9
10.3
10.3
10.3
11.1
11.1
11.1
11.1
11.1
12.7
12.7
12.7
12.7
14.3
14.3
15.9
15.9
15.9
15.9
15.9
15.9
19.8
19.8
19.8
19.8
19.8
19.8
19.8
19.8

20.8
19.2
22.4
24

25.6
27.2
27.2
28.8
28.8
35.2
35.2
35.2
35.2
43.2
43.2
43.2
43.2
43.2
43.2
43.2
43.2
43.2
43.2
43.2
43.2
43.2
43.2
43.2
43.2

Ø
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D

Ø
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1 
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L1 L2

Mediums: Petroleum, chemical solvents,
             weak and medium acsids, ets.
Temperature: -40°C ~ 200°C
Pressure: ≤1.0 MPa
Speed: ≤20 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäà: Íåôòü, õèìè÷åñêèå ðàñòâîðèòåëè,
          ñëàáûå è ñðåäíèå êèñëîòû è ò.ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.0 ÌÏà
Ñêîðîñòü: ≤20 ì/ñåê

38
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DY49P

DY49P

Ñîñòàâíûå ìàòåðèàëû
• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Òåôëîí)
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (Teflon)
• Spring and Punched Parts (Stell)

Name d D D1 L1 L2d1 L3
DY49P-5/8"
DY49P-3/4"
DY49P-7/8"
DY49P-1"
DY49P-1 1/8"
DY49P-1 1/4"
DY49P-1 3/8"
DY49P-1 1/2"
DY49P-1 5/8"
DY49P-1 3/4"
DY49P-1 7/8"
DY49P-2"
DY49P-2 1/8"
DY49P-2 1/4"
DY49P-2 3/8"
DY49P-2 1/2"
DY49P-2 5/8"
DY49P-2 3/4"
DY49P-2 7/8"
DY49P-3
DY49P-3 1/8"
DY49P-3 1/4"
DY49P-3 3/8"
DY49P-3 1/2"
DY49P-3 5/8"
DY49P-3 3/4"
DY49P-3 7/8"
DY49P-4"

12.7
15.9
19.1
22.2
25.4
28.6
28.6
31.8
34.9
38.1
41.3
44.5
47.6
50.8
54
57.2
60.3
63.5
66.7
69.9
73

76.2
79.4
82.6
85.7
88.9
92.1
95.3

15.88
19.05
22.23
25.40
28.58
31.75
34.93
38.10
41.28
44.45
47.63
50.80
53.98
57.15
60.33
63.50
66.68
69.85
73.03
76.20
79.38
82.55
85.73
88.90
92.08
95.25
98.43
101.60

30.7
34
37.2
40.3
43.5
48.3
51.5
54.6
61

64.2
67.3
70.5
76.9
80
83.2
86.4
89.6
92.7
95.9
97.5
100.7
105.4
108.6
111.8
115
118.1
121.3
124.5

25.4
31.75
34.93
38.10
41.28
44.45
44.45
47.63
50.80
53.98
60.33
63.50
66.68
69.85
76.20
79.38
82.55
85.73
85.73
88.90
95.25
98.43
101.60
104.78
107.95
111.13
114.30
117.48

7.9
10.3
10.3
10.3
11.1
11.1
11.1
11.1
11.1
11.1
12.7
12.7
12.7
12.7
14.3
14.3
14.3
14.3
15.9
15.9
15.9
15.9
19.8
19.8
19.8
19.8
19.8
19.8

27.2
30.2
32.2
33.2
35.2
35.2
37.2
37.2
45.2
45.2
45.2
45.2
52.2
52.2
52.2
52.2
52.2
52.2
52.2
52.2
52.2
52.2
52.2
52.2
52.2
52.2
52.2
52.2

4.8
4.8
6.4
6.4
7.9
7.9
8.7
8.7
8.7
9.5
9.5
9.5
11.1
11.1
11.1
11.1
11.1
11.1
11.1
11.1
11.1
14.3
14.3
14.3
14.3
14.3
14.3
14.3
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)
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D
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1 
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Mediums: Petroleum, chemical solvents,
             weak and medium corrosion, ets.
Temperature: -40°C ~ 200°C
Pressure: ≤1.0 MPa
Speed: ≤20 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäà: Íåôòü, õèìè÷åñêèå ðàñòâîðèòåëè,
          ñëàáûå è ñðåäíèå õèìè÷åñêè àêòèâíûå è ò.ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.0 ÌÏà
Ñêîðîñòü: ≤20 ì/ñåê

40ïðîãðåññèâíûå òåõíîëîãèè

DY59A, DY58A

DY59A, DY58A

Mediums: Petroleum, chemical solvents,
             weak and medium acsids, ets.
Temperature: -40°C ~ 200°C
Pressure: ≤1.0 MPa
Speed: ≤20 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäà: Íåôòü, õèìè÷åñêèå ðàñòâîðèòåëè,
          ñëàáûå è ñðåäíèå êèñëîòû è ò.ä.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.0 ÌÏà
Ñêîðîñòü: ≤20 ì/ñåê

Name d D D1 L1 L2
DY59A DY58A-14
DY59A DY58A-16
DY59A DY58A-18
DY59A DY58A-20
DY59A DY58A-22
DY59A DY58A-24
DY59A DY58A-25
DY59A DY58A-28
DY59A DY58A-30
DY59A DY58A-32
DY59A DY58A-33
DY59A DY58A-35
DY59A DY58A-38
DY59A DY58A-40
DY59A DY58A-43
DY59A DY58A-45
DY59A DY58A-48
DY59A DY58A-50
DY59A DY58A-53
DY59A DY58A-55
DY59A DY58A-58
DY59A DY58A-60
DY59A DY58A-63
DY59A DY58A-65
DY59A DY58A-68
DY59A DY58A-70
DY59A DY58A-75
DY59A DY58A-80
DY59A DY58A-85
DY59A DY58A-90
DY59A DY58A-95
DY59A DY58A-100

14
16
18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

24
26
32
34
36
38
39
42
44
46
47
49
54
56
59
61
64
66
69
71
78
80
83
85
88
90
95
104
109
114
119
124

25
27
33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
83
85
90
92
97
105
110
115
120
125

12
12

13.5
13.5
13.5
13.3
13

12.5
12
12
12
12
13
13
13
13
13

13.5
13.5
13.5
13.5
13.5
13.5
13.5
13.5
14.5
14.5
15
15
15
15
15

23.2
23.2
24.2
24.2
24.2
26.9
27.2
30.2
30.7
30.7
30.7
30.7
32.2
32.2
32.2
32.2
32.2
34.2
34.2
34.2
39.2
39.2
39.2
39.2
39.2
45.7
45.7
45.2
45.2
50.2
50.2
50.2

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/âèòîí
  (ôòîðóãëåðîä)/Òåôëîí)
 • Ïðóæèíà è ìåòàëè÷åñêèå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton/Teflon)
• Spring and Metal Part (Steel)
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DY59P, DY58P

DY59P DY58P-14
DY59P DY58P-16
DY59P DY58P-18
DY59P DY58P-20
DY59P DY58P-22
DY59P DY58P-24
DY59P DY58P-25
DY59P DY58P-28
DY59P DY58P-30
DY59P DY58P-32
DY59P DY58P-33
DY59P DY58P-35
DY59P DY58P-38
DY59P DY58P-40
DY59P DY58P-43
DY59P DY58P-45
DY59P DY58P-48
DY59P DY58P-50
DY59P DY58P-53
DY59P DY58P-55
DY59P DY58P-58
DY59P DY58P-60
DY59P DY58P-63
DY59P DY58P-65
DY59P DY58P-70
DY59P DY58P-75
DY59P DY58P-80
DY59P DY58P-85
DY59P DY58P-90
DY59P DY58P-95
DY59P DY58P-100

Name d D D1 L1 L2d1 L3
14
16
18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
70
75
80
85
90
95
100

18
20
22
24
26
28
30
33
35
38
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100
105

32
34
36
38
40
42
44
47
49
54
54
56
59
61
64
66
69
71
78
80
83
85
88
90
95
104
109
114
119
124
129

25
27
33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
83
85
92
97
105
110
115
120
125

12
12

13.5
13.5
13.5
13.5
13

12.5
12
12
12
12
13
13
13
13
13

13.5
13.5
13.5
13.5
13.5
13.5
13.5
14.5
14.5
15
15
15
15
15

30.7
30.7
31.7
31.7
31.7
34.4
34.4
37.7
38.2
38.2
38.2
38.2
39.7
39.7
39.7
39.7
39.7
44.2
44.2
44.2
49.2
49.2
49.2
49.2
55.7
55.7
55.2
60.2
60.2
60.2
60.2

18
18
20
20
20
20
20
20
20
20
20
20
23
23
23
23
23
25
25
25
25
25
25
25
28
28
28
28
28
28
28

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/âèòîí
  (ôòîðóãëåðîä)/Òåôëîí)
 • Ïðóæèíà è ìåòàëè÷åñêèå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton/Teflon)
• Spring and Metal Part (Steel)

Mediums: Petroleum, chemical solvents,
             weak and medium acsids, ets.
Temperature: -40°C ~ 250°C
Pressure: ≤2.5 MPa
Speed: ≤20 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäà: Íåôòü, õèìè÷åñêèå ðàñòâîðèòåëè,
          ñëàáûå è ñðåäíèå êèñëîòû è ò.ä.
Òåìïåðàòóðà: -40ºÑ ~ 250ºÑ
Äàâëåíèå: ≤2.5 ÌÏà
Ñêîðîñòü: ≤20 ì/ñåê
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DY59P, DY58P

DY59P

DY58P

42ïðîãðåññèâíûå òåõíîëîãèè

DY103

DY103

Name d D1 L1 L2
DY103-10
DY103-12
DY103-14
DY103-17
DY103-18

10
12
14
17
18

26
26
30
35
35

5.5
5.5
7
7
7
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13.5
13.5
13.5
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L1 L2

Pumps: Small water pumps and Pipe pumps.
Temperature: -20°C ~ 100°C
Pressure: ≤0.5 MPa
Speed: ≤6 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Íàñîñû äëÿ âîäû è
           öèðêóëÿöèîííûå íàñîñû
Òåìïåðàòóðà: -20ºÑ ~ 100ºÑ
Äàâëåíèå: ≤0.5 ÌÏà
Ñêîðîñòü: ≤6 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Óãëåðîä/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Êåðàìèêà/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ìåòàëè÷åñêèå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC/TC)
• Rotary Ring (Ceramic/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Part (Steel)
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DY108

DY108

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/âèòîí
  (ôòîðóãëåðîä)/Òåôëîí)
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton/Teflon)
• Spring and Punched Part (Steel)

Name d D D1 L1 L2
DY108-9
DY108-10
DY108-11
DY108-12
DY108-14
DY108-15
DY108-16
DY108-17
DY108-18
DY108-19
DY108-20
DY108-22
DY108-25
DY108-28
DY108-30
DY108-35
DY108-40
DY108-45
DY108-50
DY108-55

9
10
11
12
14
15
16
17
18
19
20
22
25
28
30
35
40
45
50
55

20
20
22
22

24.5
26.5
26.5
32
32
34
34
36
39
42
44
49
56
61
67
72

21
21
24
26
26
27
27
33
33
35
35
37
40
43
45
50
58
63
70
75

5
5
5
5
5
5
5
5
5
5
5
6
7
7
7
8

8.5
8.5
8.5
8.5

15
15
15
15
20
20
20
20
20
20
20
22
25
28
28
29
31.5
31.5
36.5
36.5
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7)

L2L1

Pumps: Centrifugal pumps, pipe pumps, ordinary
          industrial pumps, ets.
Temperature: -20°C ~ 110°C
Pressure: ≤0.8 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Öåíòðîáåæíûå, öèðêóëÿöèîííûå,
           íàñîñû îáùåãî ïðèìåíåíèÿ è ò.ä.
Òåìïåðàòóðà: -20ºÑ ~ 110ºÑ
Äàâëåíèå: ≤0.8 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

44ïðîãðåññèâíûå òåõíîëîãèè

DY20

DY20

Mediums: Water, oil, and weak-corrosive mediums, ets.
Temperature: -20°C ~ 150°C
Pressure: ≤0.8 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, è ñëàáî-êîðîçèéíûå ñðåäû, è ò.ä.
Òåìïåðàòóðà: -20ºÑ ~ 150ºÑ
Äàâëåíèå: ≤0.8 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Óãëåðîä/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Êåðàìèêà/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ìåòàëè÷åñêèå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC/TC)
• Rotary Ring (Ceramic/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Part (Steel)

Name d D1 L1
DY20-3/8"
DY20-1/2"
DY20-5/8"
DY20-3/4"
DY20-7/8"
DY20-1"
DY20-11/8"
DY20-11/4"
DY20-13/8"
DY20-11/2"
DY20-15/8"
DY20-13/4"
DY20-17/8"
DY20-2"
DY20-21/8"
DY20-21/4"
DY20-23/8"
DY20-21/2"
DY20-25/8"
DY20-23/4"
DY20-27/8"
DY20-3"

9.5
12.7
15.8
19.1
22.2
25.4
28.6
31.7
34.9
38.1
41.2
44.4
47.6
50.8
53.9
57.1
60.3
63.5
66.6
69.8
73

76.2

22.95
23.9
26.7
31.1
33.4
43.2
46.3
49.4
52.6
55.8
62.2
66

66.6
73

73.3
78.4
82

84.9
88.4
92.6
94.85
101.9

24.6
27.79
30.95
34.15
37.3
40.5
47.63
50.8
53.98
57.15
60.35
63.5
66.7

69.85
73.05
76.2
79.4
82.55
92.1

95.25
98.45
101.65

D
8.74
8.74
10.32
10.32
10.32
10.32
11.99
11.99
11.99
11.99
11.99
11.99
11.99
11.99
13.5
13.5
13.5
13.5
15.9
15.9
15.9
15.9

L2
25.6
25.6
25.6
25.6
25.6
25.6
33.54
33.54
33.54
33.54
33.54
40.68
40.68
40.68
41.2
41.2
41.2
41.2
49.2
49.2
49.2
49.2

Name d D1 L1D L2
DY20-10
DY20-12
DY20-13
DY20-14
DY20-15
DY20-16
DY20-18
DY20-19
DY20-20
DY20-22
DY20-24
DY20-25
DY20-28
DY20-30
DY20-32
DY20-33
DY20-34
DY20-35
DY20-38
DY20-40
DY20-42
DY20-43
DY20-44
DY20-45
DY20-48
DY20-50
DY20-53
DY20-55
DY20-58
DY20-60
DY20-63
DY20-65
DY20-70
DY20-73
DY20-75

10
12
13
14
15
16
18
19
20
22
24
25
28
30
32
33
34
35
38
40
42
43
44
45
48
50
53
55
58
60
63
65
70
73
75

22.95
23.9
23.9
26.7
26.7
26.7
31.1
31.1
33.4
33.4
39.2
39.2
46.3
49.4
49.4
52.6
52.6
52.6
55.8
62.2
66
66
66
66

66.6
71.65
73.3
78.4
82
82

84.9
88.4
92.6
94.85
101.9

24.6
27.79
27.79
30.95
30.95
30.95
34.15
34.15
35.7
37.3
40.5
40.5
47.63
50.8
50.8
53.98
53.98
53.98
57.15
60.35
63.5
63.5
63.5
63.5
66.7

69.85
73.05
76.2
79.4
79.4
82.55
92.1

95.52
98.45
101.65

8.74
8.74
8.74
10.32
10.32
10.32
10.32
10.32
10.32
10.32
10.32
10.32
11.99
11.99
11.99
11.99
11.99
11.99
11.99
11.99
11.99
11.99
11.99
11.99
11.99
11.99
13.5
13.5
13.5
13.5
13.5
15.9
15.9
15.9
15.9

25.6
25.6
25.6
25.6
25.6
25.6
25.6
25.6
25.6
25.6
25.6
25.6
33.54
33.54
33.54
33.54
33.54
33.54
33.54
33.54
40.68
40.68
40.68
40.68
40.68
40.68
40.68
41.2
41.2
41.2
41.2
49.2
49.2
49.2
49.2

Ø
d 

(h
7)

Ø
D

Ø
D
1 

(H
8
)

L1 L2



DY21

Mediums: Water, oil, and chemical mediums
          with weak corrosion.
Temperature: -20°C ~ 150°C
Pressure: ≤0.8 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, ñëàáî êîððîäèðóþùèå
          õèìè÷åñêèå ñðåäû.
Òåìïåðàòóðà: -20ºÑ ~ 150ºÑ
Äàâëåíèå: ≤0.8 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

DY21

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ìåòàëè÷åñêèå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Metal Part (Steel)

Ø
d 

(h
7)

Ø
D

Ø
D
1 

(H
8
)

L1 L2

Name d D1 L1D L2
DY21-1/2"
DY21-5/8"
DY21-3/4"
DY21-7/8"
DY21-1"
DY21-1 1/8"
DY21-1 1/4"
DY21-1 3/8"
DY21-1 1/2"
Dy21-1 5/8"
DY21-1 3/4"
DY21-1 7/8"
DY21-2"
DY21-2 1/8"
DY21-2 1/4"
DY21-2 3/8"
DY21-2 1/2"
DY21-2 5/8"
DY21-2 3/4"
DY21-2 7/8"
DY21-3"

12.7
15.875
19.05
22.225
25.4

28.575
31.75

34.925
38.1

41.275
44.45
47.625
50.8
53.9
57.1
60.3
63.5
66.6
69.8
73

76.2

23.88
26.7
31.09
33.4
43.18
46.28
49.4
52.58
55.8
62.2
66

66.6
73

73.3
78.41
82

84.87
88.4
92.58
94.85
101.9

25.4
31.75
34.93
38.1
41.28
44.45
47.63
50.8
53.98
60.33
63.5
66.68
69.85
76.2
79.38
82.55
85.73
85.73
88.9
95.25
98.43

7.92
10.29
10.29
10.29
11.1
11.1
11.1
11.1
11.1
12.7
12.7
12.7
12.7
14.27
14.27
14.27
14.27
15.9
15.9
15.9
15.9

20.82
22.43
22.43
24

25.6
27.17
27.17
28.78
28.78
35.13
35.13
38.8
38.8
43.05
43.05
46.25
46.25
49.4
49.4
52.57
52.57

45 46ïðîãðåññèâíûå òåõíîëîãèè

DY24

Name d D1 L1D L2
DY24-12
DY24-14
DY24-16
DY24-18
DY24-20
DY24-22
DY24-24
DY24-25
DY24-28
DY24-30
DY24-32
DY24-33
DY24-35
DY24-38

12
14
16
18
20
22
24
25
28
30
32
33
35
38

21.7
24.5
26.65
30.35
33.4
33.55
38.3
39.3
42.2
43.95
45.75
45.85
49.1
52.6

23
25
27
33
35
37
39
40
43
45
48
48
50
56

8.6
8.6
8.6
10
10
10
10
10
10
10
10
10
10
11

24.1
26.6
26.6
27.7
27.7
27.7
30.2
30.2
32.7
32.7
32.7
32.7
32.7
34.2

Name d D1 L1D L2
DY24-40

DY24-43

DY24-45

DY24-48

DY24-50

DY24-55

DY24-58

DY24-60

DY24-63

DY24-65

DY24-68

DY24-70

DY24-75

40

43

45

48

50

55

58

60

63

65

68

70

75

55.7

58.8

61

64.2

66.6

71.65

78.4

78.4

81.5

84.3

89.65

89.65

96.8

58

61

63

66

70

75

78

80

83

85

90

92

97

11

11

11

11

13

13

13

13

13

13

15.3

15.3

15.3

34.2

34.2

34.2

34.2

34.7

34.7

39.7

39.7

39.7

39.7

37.4

44.9

44.9

DY24

Ø
d 

(h
7)

Ø
D

Ø
D
1 

(H
8
)

L1 L2

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Part (Steel)

Mediums: Water, oil, and chemical mediums
          with weak corrosion.
Temperature: -20°C ~ 150°C
Pressure: ≤0.8 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, ñëàáî êîððîäèðóþùèå
          õèìè÷åñêèå ñðåäû.
Òåìïåðàòóðà: -20ºÑ ~ 150ºÑ
Äàâëåíèå: ≤0.8 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê



47

DY443

DY443

Mediums: Water, oil, and weakly-
             corrosive fluids.
Temperature: -20°C ~ 150°C
Pressure: ≤0.8 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, íåôòü è ñëàáî-
          àãðåññèâíûå ñðåäû.
Òåìïåðàòóðà: -20ºÑ ~ 150ºÑ
Äàâëåíèå: ≤0.8 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Part (Steel)

Ø
d 

(h
7)

Ø
D

Ø
D
1 

(H
8
)

L1 L2

Name d D1 L1D L2
DY443-10
DY443-12
DY443-14
DY443-16
DY443-18
DY443-20
DY443-22
DY443-24
DY443-25
DY443-28
DY443-30
DY443-32
DY443-33
DY443-35
DY443-38
DY443-40
DY443-43
DY443-45
DY443-48
DY443-50
DY443-53
DY443-55
DY443-58
DY443-60
DY443-63
DY443-65
DY443-68
DY443-70
DY443-75
DY443-80
DY443-85
DY443-90
DY443-95
DY443-100

10
12
14
16
18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

20
21.7
24.5
26.65
30.35
31.75
33.55
38.3
38.3
42.2
43.95
45.7
46.75
49.1
52.4
55.7
55.8
61.2

64.35
67.35
70.65
71.65
78.4
78.4
81.5
84.3
89.65
89.65
96.8
104

107.95
111.1
119
124

21
23
25
27
33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
83
85
90
92
97
105
110
115
120
125

8.5
8.5
8.5
8.5
10
10
10
10
10
10
10
10
10
10
11
11
11
11
11
13
13
13
13
13
13
13

15.3
15.3
15.3
15.7
15.7
15.7
15.7
15.7

24.1
24.1
26.7
26.7
27.7
27.7
27.7
30.2
30.2
32.7
32.7
32.7
32.7
32.7
34.2
34.2
34.2
34.2
34.2
34.7
34.7
34.7
39.7
39.7
39.7
39.7
37.4
44.9
44.9
44.5
44.5
49.5
49.5
49.5

48ïðîãðåññèâíûå òåõíîëîãèè

DY24

DY560A

Ø
d 

(h
7)

Ø
D

Ø
D
 (

H
8
)

L1 L2

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Part (Steel)

Mediums: Water, oil, and chemical mediums
          with weak corrosion.
Temperature: -20°C ~ 150°C
Pressure: ≤0.8 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, ñëàáî êîððîäèðóþùèå
          õèìè÷åñêèå ñðåäû.
Òåìïåðàòóðà: -20ºÑ ~ 150ºÑ
Äàâëåíèå: ≤0.8 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

Name d D1 L1D L2
DY560A-8
DY560A-9
DY560A-10
DY560A-11
DY560A-12
DY560A-13
DY560A-14
DY560A-15
DY560A-16
DY560A-17
DY560A-18
DY560A-19
DY560A-20
DY560A-22
DY560A-25
DY560A-28
DY560A-30
DY560A-32
DY560A-35
DY560A-38
DY560A-40
DY560A-45
DY560A-50

8
9
10
11
12
13
14
15
16
17
18
19
20
22
25
28
30
32
35
38
40
45
50

18.2
18.2
20.6
20.6
21.8
21.8
26.4
26.4
26.4
29.5
29.5
29.5
31.6
33.6
39.6
45

46.6
46.6
50.8
54.3
57.3
61.3
67.8

21
24
24
24
26
26
28
28
32
32
35
35
38
40
44
46
50
54
58
60
64
66
72

7
7
7
7
7
7
7
7
8
8
8
8
8
8
9
9
9
9
10
10
10
10
10

11.2
16.2
16.2
16.2
17.2
17.2
18.2
18.2
19.2
19.2
19.2
19.2
20.2
20.2
20.2
21.2
22.2
24.2
26.2
27.2
28.2
30.2
32.2

DY560A-3/8"
DY560A-1/2"
DY560A-5/8"
DY560A-3/4"
DY560A-7/8"
DY560A-1"
DY560A-11/8"
DY560A-11/4"
DY560A-13/8"
DY560A-11/2"
DY560A-15/8"
DY560A-13/4"
DY560A-17/8"
DY560A-2"

Name d D1 L1D L2
9.525
12.7

15.875
19.05
22.225
25.4

28.575
31.75

34.925
38.1

41.275
44.45
47.625
50.8

23.5
26
30
32.5
37.5
44
48
50

54.5
58.5
64
67
71

73.5

22.225
25.4
31.75

34.925
38.1

41.275
44.45
47.625
50.8

53.975
60.325
63.5

66.675
69.85

6.4
6.4
8.7
8.7
8.7
9.5
9.5
9.5
9.5
9.5
11.1
11.1
11.1
11.1

22.2
22.2
23.8
23.8
25.4
27

28.6
28.6
30.2
30.2
36.5
36.5
39.7
39.7
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DYBIA

Mediums: Water, oil, and weakly-
             corrosive mediums.
Temperature: -20°C ~ 150°C
Pressure: ≤0.8 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, íåôòü è ñëàáî-
          àãðåññèâíûå ñðåäû.
Òåìïåðàòóðà: -20ºÑ ~ 150ºÑ
Äàâëåíèå: ≤0.8 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

DYBIA

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Part (Steel)

Ø
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Ø
D
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8
)

L1 L2

Name d D1 L1D L2
DYBIA-14
DYBIA-16
DYBIA-18
DYBIA-20
DYBIA-24
DYBIA-25
DYBIA-28
DYBIA-30
DYBIA-32
DYBIA-33
DYBIA-35
DYBIA-38
DYBIA-40
DYBIA-43
DYBIA-45
DYBIA-48
DYBIA-50
DYBIA-53
DYBIA-55
DYBIA-58
DYBIA-60
DYBIA-65
DYBIA-70
DYBIA-75
DYBIA-80
DYBIA-85
DYBIA-90

14
16
18
20
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
65
70
75
80
85
90

27.5
28.5
31.2
31.7
40.2
40.2
44.1
45.1
49
49
50.2
55.3
57

60.7
62.5
66.5
68.6
70.8
72.4
80
83
87.2
91.6
99.4
104.6
111
113

30
32
35
35
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
85
92
97
104
109
114

5
5
7.5
8
8
8
8
9
9
9
9
9
9

9.5
9.5
9.5
9.5
9.5
9.5
9.5
9.5
9.5
11
12
12
12
12

18.7
21

22.5
21

25.5
25.5
25.5
25.5
33.5
33.5
33.5
33.5
33.5
36.5
38
38
38
41
41
42
42
43
45
48
55

64.2
66.2

50ïðîãðåññèâíûå òåõíîëîãèè

DY210

DY210

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Part (Steel)

Mediums: Water, oil, and chemical mediums
          with weak corrosion.
Temperature: -20°C ~ 150°C
Pressure: ≤0.8 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, ñëàáî êîððîäèðóþùèå
          õèìè÷åñêèå ñðåäû.
Òåìïåðàòóðà: -20ºÑ ~ 150ºÑ
Äàâëåíèå: ≤0.8 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

Ø
D
1 

(H
8
)

Ø
d 

(h
7)

Ø
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L1 L2(DY210-XX)
L2(DY210-XXA)
L2(DY210-XXB)

DY210-3/8"
DY210-1/2"
DY210-5/8"
DY210-3/4"
DY210-7/8"
DY210-1"
DY210-1 1/8"
DY210-1 1/4"
DY210-1 3/8"
DY210-1 1/2"
DY210-1 5/8"
DY210-1 3/4"
DY210-1 7/8"
DY210-2"
DY210-2 1/8"
DY210-2 1/4"
DY210-2 3/8"
DY210-2 1/2"
DY210-2 5/8"
DY210-2 3/4"
DY210-2 7/8"
DY210-3"
DY210-3 1/8"
DY210-3 1/4"
DY210-3 3/8"
DY210-3 1/2"
DY210-3 5/8"
DY210-3 3/4"
DY210-3 7/8"
DY210-4"

9.525
12.7

15.875
19.05
22.225
25.4

28.575
31.75

34.925
38.1

41.275
44.45
47.625
50.8

53.975
57.15

60.325
63.5

66.675
69.85
73.025
76.2

79.375
82.55
85.725
88.9

92.075
95.25
98.425
101.6

20
24
26
32
36
39
42
46
49
54
56
61
64
66
69
77
80
83
88
89
96
99
103
104
108
112
114
118
122
124

22.225
25.4
31.75
34.93
38.1
41.28
44.45
47.63
50.8
53.98
60.33
63.5
66.68
69.85
76.2
79.38
82.55
85.73
85.73
88.9
95.25
98.425
101.6

104.775
107.95
111.125
114.3

117.475
120.65
123.83

7.9
7.9
10.3
10.3
10.3
11.1
11.1
11.1
11.1
11.1
12.7
12.7
12.7
12.7
14.3
14.3
14.3
14.3
15.9
15.9
15.9
15.9
19.8
19.8
19.8
19.8
19.8
19.8
19.8
19.8

15.2
15.2
15.2
20.2
20.2
20.2
26.2
26.2
26.2
30.2
30.2
30.2
30.2
30.2
30.2
33.2
33.2
33.2
33.2
33.2
33.2
40.2
40.2
40.2
40.2
40.2
40.2
40.2
40.2
40.2

Name d D1 L1D L2
DY210-10
DY210-12
DY210-14
DY210-15
DY210-16
DY210-18
DY210-20
DY210-22
DY210-24
DY210-25
DY210-28
DY210-30
DY210-32
DY210-33
DY210-35
DY210-38
DY210-40
DY210-43
DY210-45
DY210-48
DY210-50
DY210-53
DY210-55
DY210-58
DY210-60
DY210-63
DY210-65
DY210-68
DY210-70
DY210-75
DY210-80
DY210-85
DY210-90
DY210-95
DY210-100

10
12
14
15
16
18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

20
22
24
25
26
32
34
36
38
39
42
44
46
47
49
54
56
59
61
64
66
69
71
78
80
83
85
88
90
99
104
109
114
119
124

21
23
25
26
27
33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
83
85
90
92
97
105
110
115
120
125

5
6
6
6
6
6
6
6
6
6
6
7
7
7
8
8
8
8
8
10
10
10
10
10
12
12
12
12
12
12
14
14
14
14
14

15.2
15.2
15.2
15.2
15.2
20.2
20.2
20.2
20.2
20.2
26.2
26.2
26.2
26.2
30.2
30.2
30.2
30.2
30.2
30.2
30.2
30.2
30.2
33.2
33.2
33.2
33.2
33.2
33.2
40.2
40.2
40.2
40.2
40.2
40.2

27.7
26.7
29.2
29.2
29.2
31.7
31.7
31.7
34.2
34.2
36.7
35.7
35.7
35.7
34.7
37.2
37.2
37.2
37.2
35.2
37.7
37.7
37.7
42.7
40.7
40.7
40.7
40.7
48.2
48.2
47.7
47.7
52.7
52.7
52.7

35.2
34.2
34.2
34.2
34.2
39.2
39.2
39.2
44.2
44.2
44.2
43.2
48.2
48.2
47.2
47.2
47.2
52.2
52.2
50.2
50.2
60.2
60.2
60.2
58.2
58.2
68.2
68.2
68.2
68.2
77.7
77.7
77.7
77.7
77.7

Name d D1 L1D L2 L3 L4
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DY215

Mediums: Water pumps and household pump.
Temperature: -20°C ~ 110°C
Pressure: ≤0.5 MPa
Speed: ≤6 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäÿíûå è áûòîâûå íàñîñû
Òåìïåðàòóðà: -20ºÑ ~ 110ºÑ
Äàâëåíèå: ≤0.5 ÌÏà
Ñêîðîñòü: ≤6 ì/ñåê

DY215

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Part (Steel)

Name d D1 L1D L2
DY215-8
DY215-9
DY215-10
DY215-11
DY215-12
DY215-13
DY215-14
DY215-15
DY215-16
DY215-17
DY215-18
DY215-19
DY215-20
DY215-22
DY215-25
DY215-28
DY215-30
DY215-32
DY215-35
DY215-38
DY215-40
DY215-45
DY215-50

16
19
21
21
23
23

24.5
24.5
28.5
28.5
31.5
31.5
33.5
34.5
37.5
40.5
44.5
47.5
50.5
53.5
56.5
61.5
66.5

18/21
21/24
22/24

24
26
26
28
28
32
32
35
35
38
40
44
46
50
54
58
60
64
66
72

6.5
6.5
6.5
6.5
6.5
7
7
7
8
8
8
8
8
8
9
9
9
9
10
10
10
10
10

11.7
16.7
16.7
16.7
17.7
17.2
18.2
18.2
19.2
19.2
21.2
21.2
23.2
24.2
24.2
25.2
26.2
28.2
30.2
32.2
33.2
35.2
37.2

8
9
10
11
12
13
14
15
16
17
18
19
20
22
25
28
30
32
35
38
40
45
50
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52ïðîãðåññèâíûå òåõíîëîãèè

DY210

DY216

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Kàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Kàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïðåäîõðàíèòåëüíîå êîëüöî
  (íåðæàâåþùàÿ ñòàëü è ïëàñòèê èëè ëèòîé àëþìèíèåâîé ñïëàâ)

Combined Materials

• Stationary Ring (SiC/TC)
• Rotary Ring (SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Retainer (Steel and Plastic or Cast Aluminum Alloy)

Mediums: Water, oil, and weakly-
             corrosive mediums.
Temperature: -20°C ~ 200°C
Pressure: ≤0.5 MPa
Speed: ≤5 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, ñëàáî
          êîððîäèðóþùèå ñðåäû.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤0.5 ÌÏà
Ñêîðîñòü: ≤5 ì/ñåê

DY216-20
DY216-22
DY216-25
DY216-28
DY216-30
DY216-35

20
22
25
28
30
35

42.5
47
54
54
54
62

55.5
45.5
50.5
50.5
50.5
60.5

11
9
10
10
10
11

25.7
23.8
28.8
28.8
28.8
29

Name d D1 L1D L2
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DY215

Pumps: Water pumps and household pump.
Temperature: -20°C ~ 110°C
Pressure: ≤0.5 MPa
Speed: ≤6 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäÿíûå è áûòîâûå íàñîñû.
Òåìïåðàòóðà: -20ºÑ ~ 110ºÑ
Äàâëåíèå: ≤0.5 ÌÏà
Ñêîðîñòü: ≤6 ì/ñåê

DY301

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Part (Steel)

Name d D1 L1D L2
DY301-6
DY301-8
DY301-8A
DY301-8B
DY301-8C
DY301-9
DY301-9A
DY301-10
DY301-10A
DY301-11
DY301-11A
DY301-12
DY301-12A
DY301-12B
DY301-12C
DY301-13
DY301-13A
DY301-14
DY301-14A
DY301-14B
DY301-14C
DY301-15
DY301-15A
DY301-15B
DY301-15C

6
8
8
8
8
9
9
10
10
11
11
12
12
12
12
13
13
14
14
14
14
15
15
15
15

22
22
22
26
26
26
26
26
26
26
26
26
26

29.5
38
26
26

29.5
38
29.5
38
29.5
38
29.5
38

4
4
4

5.5
8
5.5
8
5.5
8
5.5
8
5.5
8
8
8
5.5
8
8
8
8
8
8
8
8
8

8.7
8.7
11.2
11.2
11.2
11.2
11.2
11.2
11.2
11.2
11.2
13.2
13.2
13.2
13.2
13.2
13.2
13.2
13.2
13.2
13.2
13.2
13.2
13.2
13.2

18
18
18
24
24
24
24
24
24
24
24
24
24
32
32
32
32
32
32
35
35
32
32
35
35

Name d D1 L1D L2
DY301-16
DY301-16A
DY301-16B
DY301-16C
DY301-16D
DY301-17
DY301-18
DY301-19
DY301-20
DY301-20A
DY301-22
DY301-24
DY301-25
DY301-28
DY301-30
DY301-32
DY301-35
DY301-38
DY301-40
DY301-45
DY301-50
DY301-55
DY301-60
DY301-65
DY301-70

29.5
38
29.5
38
42
42
42
42
42
45
45
50
50
57
57
57
63
68
68
73
88
88
110
110
110

8
8
8
8
8
8
8
8
8
10
10
10
10
10
10
10
10
12
12
12
15
15
15
15
15

13.2
13.2
13.2
13.2
13.2
13.2
13.2
13.2
13.2
13.2
13.2
14.2
14.2
15.2
15.2
15.2
16.2
18.2
18.2
20.2
23.2
23.2
30.2
30.2
30.2

32
32
35
35
39
39
39
39
39
42
42
47
47
54
54
54
60
65
65
70
85
85
105
105
105

16
16
16
16
16
17
18
19
20
20
22
24
25
28
30
32
35
38
40
45
50
55
60
65
70
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ïðîãðåññèâíûå òåõíîëîãèè

DY210

DY41

Mediums: Water, oil, and weakly-
             corrosive mediums.
Temperature: -20°C ~ 200°C
Pressure: ≤0.5 MPa
Speed: ≤5 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, ñëàáî
          êîððîäèðóþùèå ñðåäû.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤0.5 ÌÏà
Ñêîðîñòü: ≤5 ì/ñåê

Name d D1 L1D L2
DY41-5/8"
DY41-3/4"
DY41-7/8"
DY41-1"
DY41-1 1/8"
DY41-1 1/4"
DY41-1 3/8"
DY41-1 1/2"
DY41-1 5/8"
DY41-1 3/4"

15.875
19.05
22.225
25.4

28.575
31.75

34.925
38.1

41.275
44.45

27.76
30.6
35
39
42
45
49
51
58
61

31.75
34.93
38.1
41.28
44.45
47.63
50.8
53.98
60.33
63.5

10.29
10.29
10.29
11.1
11.1
11.1
11.1
11.1
12.7
12.7

33.52
33.52
33.13
39.87
41.48
41.48
43.05
43.05

51
51

Name d D1 L1D L2
DY41-1 7/8"
DY41-2"
DY41-2 1/8"
DY41-2 1/4"
DY41-2 3/8"
DY41-2 1/2"
DY41-2 5/8"
DY41-2 3/4"
DY41-2 7/8"
DY41-3"

47.625
50.8
53.9
57.1
60.3
63.5
66.6
69.8
73

76.2

63.8
68

71.42
74.6
77.77
80.95
85.73
88.9
92.08
95.25

66.68
69.85
76.2
79.38
82.55
85.73
85.73
88.9
92.08
95.25

12.7
12.7
14.27
14.27
14.27
14.27
15.9
15.9
15.9
15.9

54.17
54.17
60.53
60.53
63.7
63.7
70.05
70.05
73.2
73.2

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Kàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Kàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïðåäîõðàíèòåëüíîå êîëüöî
  (íåðæàâåþùàÿ ñòàëü è ïëàñòèê èëè ëèòîé àëþìèíèåâîé ñïëàâ)

Combined Materials

• Stationary Ring (SiC/TC)
• Rotary Ring (SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Retainer (Steel and Plastic or Cast Aluminum Alloy)
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DY215

Pumps: Water pumps and household pump.
Temperature: -20°C ~ 110°C
Pressure: ≤0.5 MPa
Speed: ≤6 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Âîäÿíûå è áûòîâûå íàñîñû.
Òåìïåðàòóðà: -20ºÑ ~ 110ºÑ
Äàâëåíèå: ≤0.5 ÌÏà
Ñêîðîñòü: ≤6 ì/ñåê

DYFBD

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Part (Steel)

Name d D1 L1D L2
DYFBD-5/8"
DYFBD-3/4"
DYFBD-7/8"
DYFBD-1"
DYFBD-1 1/8"
DYFBD-1 1/4"
DYFBD-1 3/8"
DYFBD-1 1/2"
DYFBD-1 5/8"
DYFBD-1 3/4"
DYFBD-1 7/8"
DYFBD-2"
DYFBD-2 1/8”
DYFBD-2 1/4"
DYFBD-2 3/8"
DYFBD-2 1/2"

30.95
34.15
37.3
40.5
47.65
50.8
54

57.15
60.35
63.5
66.7

69.85
73.05
76.2
79.4
82.55

10.3
10.3
10.3
10.3
11.9
11.9
11.9
11.9
11.9
11.9
11.9
13.5
13.5
13.5
13.5
13.5

25.2
25.2
25.2
25.2
33.2
33.2
33.2
33.2
33.2
41.2
41.2
41.2
41.2
41.2
41.2
41.2

34
38.8
41.5
44.8
48.5
57
57
67
67
73
73
79
84
84
90
94

15.87
19.05
22.22
25.4
28.57
31.75
34.92
38.1
41.27
44.45
47.62
50.8
53.97
57.15
60.32
63.5

Name d D1 L1D L2
DYFBD-16
DYFBD-18
DYFBD-20
DYFBD-22
DYFBD-25
DYFBD-28
DYFBD-30
DYFBD-35
DYFBD-40
DYFBD-45
DYFBD-50
DYFBD-55
DYFBD-60
DYFBD-65
DYFBD-70
DYFBD-75
DYFBD-80
DYFBD-85
DYFBD-90
DYFBD-95
DYFBD-100
DYFBD-110
DYFBD-120

30
32
34
36
39
43
48
53
58
63
68
73
79
86
91
96
105
110
115
120
125
135
145

8
8
8
8
8
8
8
10
10
10
10
12
12
12
12
12
14
14
14
14
14
16
16

25.2
25.2
25.2
25.2
26.2
26.2
26.2
30.2
34.2
36.2
41.2
41.2
41.2
49.2
52.2
52.2
56.2
56.2
56.2
56.2
62.2
62.2
72.2

34
36.8
38.8
41.5
44.8
48.5
52
57
67
73
79
84
90

98.5
103.5
110.5
120
125
132
137
144
157

169.5

16
18
20
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25
28
30
35
40
45
50
55
60
65
70
75
80
85
90
95
100
110
120
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DY210

DY502
Mediums: Water, oil, and weakly-
             corrosive mediums.
Temperature: -20°C ~ 200°C
Pressure: ≤0.5 MPa
Speed: ≤5 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, ñëàáî
          êîððîäèðóþùèå ñðåäû.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤0.5 ÌÏà
Ñêîðîñòü: ≤5 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Kàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Kàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïðåäîõðàíèòåëüíîå êîëüöî
  (íåðæàâåþùàÿ ñòàëü è ïëàñòèê èëè ëèòîé àëþìèíèåâîé ñïëàâ)

Combined Materials

• Stationary Ring (SiC/TC)
• Rotary Ring (SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Retainer (Steel and Plastic or Cast Aluminum Alloy)

Name d D1 L1D L2
DY502-14
DY502-16
DY502-18
DY502-20
DY502-22
DY502-24
DY502-25
DY502-28
DY502-30
DY502-32
DY502-33
DY502-35
DY502-38
DY502-40
DY502-43
DY502-45

24
26
32
34
36
38
39
42
44
46
47
49
54
56
59
61

25
27
33
35
37
39
40
43
45
48
48
50
56
58
61
63

12
12

13.5
13.5
13.5
13.5
13

12.5
11.9
11.9
11.9
11.9
12.9
12.9
12.9
12.9

23.2
23.2
24.2
24.2
24.2
26.9
27.2
30.2
30.7
30.7
30.7
30.7
32.2
32.2
32.2
32.2

14
16
18
20
22
24
25
28
30
32
33
35
38
40
43
45

Name d D1 L1D L2
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

64
66
69
71
78
80
83
85
88
89
96
104
108
114
118
124

66
70
73
75
78
80
83
85
90
92
97
105
110
115
120
125

12.9
13.4
13.4
13.4
13.4
13.4
13.4
13.4
13.4
14.5
14.5
15
15
15
15
15

32.2
34.2
34.2
34.2
39.2
39.2
39.2
39.2
39.2
45.7
45.7
45.2
45.2
50.2
50.2
50.2

DY502-48
DY502-50
DY502-53
DY502-55
DY502-58
DY502-60
DY502-63
DY502-65
DY502-68
DY502-70
DY502-75
DY502-80
DY502-85
DY502-90
DY502-95
DY502-100
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DY215

Mediums: Water, oil and weakly-corrosive mediums.
Temperature: -20°C ~ 200°C
Pressure: ≤0.5 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî è ñëàáî-êîðîäèðóþùèå ñðåäû.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤0.5 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

DY16

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî
  (Êåðàìèêà/êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/êàðáèä êðåìíèÿ/
  êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàííûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Part (Steel)

Name d D1 L1D L2
DY60-3/8"A
DY60-3/8"
DY60-1/2"A
DY60-1/2"
DY60-5/8"
DY60-3/4"
DY60-7/8"
DY60-1"

22.23
25.4
25.4
25.4
31.75
34.93
41.28
41.28

6.35
7.93
6.35
7.93
10.31
10.31
11.1
11.1

16.08
16.86
16.86
16.86
18.44
18.44
20.82
20.82

23.8
26.97
26.97
26.97
30.94
34.11
42.85
42.85

9.53
9.53
12.7
12.7

15.88
19.05
22.23
25.4
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Name d D1 L1D L2
DY60-3/8"A
DY60-3/8"
DY60-1/2"A
DY60-1/2"
DY60-5/8"
DY60-3/4"
DY60-7/8"
DY60-1"

22.23
22.23
25.4
25.4
31.75
34.93
38.1
41.28

6.35
7.14
6.35
7.93
10.3
10.3
10.3
11.1

16.08
16.86
16.86
16.86
18.44
18.44
20.82
20.82

23.29
23.29
23.29
23.29
30.1
33.07
36.3
39.42

9.53
9.53
12.7
12.7

15.88
19.05
22.23
25.4

Mediums: Water, oil and weakly-corrosive mediums.
Temperature: -20°C ~ 200°C
Pressure: ≤0.6 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî è ñëàáî-êîðîäèðóþùèå ñðåäû.
Òåìïåðàòóðà: -20ºÑ ~ 200ºÑ
Äàâëåíèå: ≤0.6 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

DY60

58ïðîãðåññèâíûå òåõíîëîãèè

DY210

Mediums: All types of rotaring equipment, such
             as centrifugal pumps, agitators, for most
             general and light chemical duties, wherever
             an elastomer Secondary Seal can be used.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Äëÿ âñåõ âèäîâ îáîðóäîâàíèÿ, èñïîëüçóþùèõ
          óïëîòíåíèå âàëîâ òàêèõ êàê öåíòðîáåæíûå íàñîñû,
          ìåøàëêè, îáùåïðîìûøëåííîãî è õèìè÷åñêîãî
          íàçíà÷åíèÿ, äëÿ ñëó÷àåâ ãäå â êà÷åñòâå âòîðè÷íîãî
          óïëîòíåíèÿ ìîæåò áûòü èñïîëüçîâàí ýëàñòîìåð.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)
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Mediums: All types of rotaring equipment, such
             as centrifugal pumps, agitators, for most
             general and light chemical duties, wherever
             an elastomer Secondary Seal can be used.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Äëÿ âñåõ âèäîâ îáîðóäîâàíèÿ, èñïîëüçóþùèõ
          óïëîòíåíèå âàëîâ òàêèõ êàê öåíòðîáåæíûå íàñîñû,
          ìåøàëêè, îáùåïðîìûøëåííîãî è õèìè÷åñêîãî
          íàçíà÷åíèÿ, äëÿ ñëó÷àåâ ãäå â êà÷åñòâå âòîðè÷íîãî
          óïëîòíåíèÿ ìîæåò áûòü èñïîëüçîâàí ýëàñòîìåð.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)
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DY51, DY512, DY513, DY520

d D1 D2D D3 L1 L2 L3 L4 L5 L6 L7 L8

10

12

14

15

16

18

19

20

22

24

25

28

30

32

33

35

38

40

42

43

45

48

50

53

55

58

60

65

68

70

75

80

85

90

95

100

22

24.5

28

28

28

31.5

36.5

36.5

36.5

42

42

48.5

48.5

53

53

56.6

58.5

61.5

65

65

67.5

70

73.5

78

80.5

85

88

93

96

99

106.5

111.5

119.5

126.5

131.5

136.5

21

23

25

27

27

33

35

35

37

39

40

43

45

48

48

50

56

58

61

61

63

66

70

73

75

78

80

85

90

92

97

105

110

115

120

125

19.2

21.6

24.6

24.6

28

30

35

35

35

38

38

42

45

48

50

52

55

58

62

62

64

68.4

69.3

72.3

75.4

78.4

80.4

85.4

91.5

92

99

104

109

114

120.3

123.3

24.6

27.8

30.95

30.95

30.95

34.15

34.15

35.7

37.3

40.5

40.5

46.65

50.8

50.8

54

54

57.15

60.35

63.5

63.5

63.5

66.7

69.85

73.05

76.2

79.4

79.4

92.1

95.25

95.25

101.6

114.3

117.5

123.85

127

133.35

6.5

6.5

6.5

6.5

6.5

7.5

7.5

7.5

7.5

7.5

7.5

7.5

7.5

7.5

7.5

7.5

9

9

9

9

9

9

9.5

11

11

11

11

11

11.5

11.5

11.5

12

14

14

14

14

6.5

5.5

5.5

6.5

7.5

8

7.5

7.5

7.5

7.5

7.5

9

10.5

10.5

11

11

10.5

10.8
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11.5

11.5

11.5

12.5

13.5

13.5
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13.7
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15
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16

9

9

10.5
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10.5
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12
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12

13.5

13.5

13.5

13.5
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20
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20

20

10
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11.4

11.4

11.4

11.4
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11.4

11.4

11.4

11.4

11.4

14
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14
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15
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15

15

18

18
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18.3

18.3

18.3

17.3

17.3

14.7

15.2

17.2

17.2

17.2

19.7

21.7

21.7

21.7

22.7

23.2

26.7

26.7

27.7

27.7

28.7

30.2

30.2

30.2

30.2

30.2

30.7

30.7

33.2

35.2

37.2
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40.2
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45.2
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25.5
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33.5

33.5
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41.5
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41.5

41.5

41.5

41.5

41.5

41.5

41.5

49.5

49.5

49.5

52.5

56.5

56.5

59.5

59.5

62.5

26

26

28.5

28.5

28.5

30.1

30.1

30.1

30.1

32.7

32.7

35.2
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35.2

35.2

35.2

36.2
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36.2
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38.2

36.7

36.7

41.7
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41.3

49
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48.2
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51.2
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37.7

37.7

37.7

37.7

42.7
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42.7

46.2

46.2

51.2

51.2

51.2

51.2

50.7

59.2

59.2

59.2

59.2

69.2
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78.2

76.2
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DY202, DY208
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DY202 DY208

Name d D1 L1D L2
26
28
30
28
30
28
30
34
36
41
46

7
7
7
7
7
7
7
7
7
9
9

7
7
7
7
7
7
7
7
7
9
9

26
28
30
28
30
28
30
34
36
41
46

14
14
14
15
15
16
16
18
20
25
30

DY202-14
DY202-14A
DY202-14B
DY202-15
DY202-15A
DY202-16
DY202-16A
DY202-18
DY202-20
DY202-25
DY202-30

L
38
38
38
38
38
38
38
38
40
51
51

Name d D1 L1D L2
21
26
26
27
33
35
40
45
50

5
5
5
5
5
5
7
7
8

5
5
5
5
5
5
7
7
8

21
26
26
27
33
35
40
45
50

10
12
14
16
18
20
25
30
35

DY208-10
DY208-12
DY208-14
DY208-16
DY208-18
DY208-20
DY208-25
DY208-30
DY208-35

L
30
30
38
38
38
40
48
51
51

Pumps: Submersible pumps, sewage pumps, ets.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Ïîãðóæíûå è ôèêàëüíûå íàñîñû.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

62ïðîãðåññèâíûå òåõíîëîãèè

DYUU4701
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L

Pumps: Submersible pumps, sewage pumps,
          applied to the muddy water, sewage
          water or weakly corrosive fluids with solid grains.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Ïîãðóæíûå è ôèêàëüíûå íàñîñû, äëÿ ìóòíîé
           âîäû, êàíàëèçàöèè èëè ñëàáî àãðåñèâíûõ
           æèäêîñòåé ñ òâåðäûìè ÷àñòèöàìè.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

Name
DYUU4701-16
DYUU4701-18
DYUU4701-20
DYUU4701-22
DYUU4701-24
DYUU4701-25
DYUU4701-28
DYUU4701-30
DYUU4701-32
DYUU4701-33
DYUU4701-35
DYUU4701-38
DYUU4701-40
DYUU4701-43
DYUU4701-45
DYUU4701-48
DYUU4701-50
DYUU4701-53
DYUU4701-55

d D1D L1
16
18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55

27
33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75

27
33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75

36
36
49
49
49
51
51
59
61
61
61
61

64.5
65
65
65

69.5
69.5
71

DYUU4701
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DY560S

DY560S

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)
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(12-16)

Pumps: Submersible pumps, sewage pumps,
          applied to the muddy water, sewage
          water or weakly corrosive fluids with solid grains.
Temperature: -20°C ~ 100°C
Pressure: ≤0.5 MPa
Speed: ≤8 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Ïîãðóæíûå è ôèêàëüíûå íàñîñû, äëÿ ìóòíîé
           âîäû, êàíàëèçàöèè èëè ñëàáî àãðåñèâíûõ
           æèäêîñòåé ñ òâåðäûìè ÷àñòèöàìè.
Òåìïåðàòóðà: -20ºÑ ~ 100ºÑ
Äàâëåíèå: ≤0.5 ÌÏà
Ñêîðîñòü: ≤8 ì/ñåê

Name d D2 L1D1 L
25
25
30
30
30
38
38
44
50
57
64
70
70
80

5
5
5
5
5
7
7
7
7
9
9
11
10
10

25
25
30
30
30
35
35
38
44
50
58
64
66
72

12
13
14
15
16
18
19
20
25
30
35
40
45
50

DY560S-12
DY560S-13
DY560S-14
DY560S-15
DY560S-16
DY560S-18
DY560S-19
DY560S-20
DY560S-25
DY560S-30
DY560S-35
DY560S-40
DY560S-45
DY560S-50

36
36
36
36
36
49
49
49
51
59
61

64.5
65

69.5

L2
5
5
5
5
5
7
7
7
7
8
9
9
9
9

DY802

Pumps: Submersible pumps, sewage pumps,
          applied to the muddy water, sewage
          water or weakly corrosive fluids with solid grains.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Íàñîñû: Ïîãðóæíûå è ôèêàëüíûå íàñîñû, äëÿ ìóòíîé
           âîäû, êàíàëèçàöèè èëè ñëàáî àãðåñèâíûõ
           æèäêîñòåé ñ òâåðäûìè ÷àñòèöàìè.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

64ïðîãðåññèâíûå òåõíîëîãèè

DY802

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

Name d D1D L1 L2
DY802-20
DY802-25
DY802-30
DY802-35
DY802-40
DY802-45
DY802-50
DY802-55
DY802-60
DY802-65
DY802-70
DY802-75
DY802-80

20
25
30
35
40
45
50
55
60
65
70
75
80

38
43
48
53
61
66
73
78
83
88
95
100
108

35
40
45
50
58
63
70
75
80
85
92
97
105

11.5
11.5
11.5
12
12
12
13
13
14
14
17
17
17

39
39
42
40
45
45
46
46
56
56
58
58
58

L1 L2 L1
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DY847

DY847

Mediums: Muddy water, sewage water and
             weakly corrosive fluids with solid grains.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ãðÿçíûå, ñòî÷íûå âîäû è ñëàáî
          àãðåññèâíûå æèäêîñòè ñ òâåðäûìè ÷àñòèöàìè.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

Name d D2 L2D1 L1
33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
83
85
90
92
97
105
110
115
120
125

38
38
38
38
38
39
39
39
39
39
41
42
42
42
42
43
43
43
56
55
55
55
56
56
56
56
56
56
56
56

33
35
37
39
40
43
45
47
48
50
55
57
60
62
65
67
70
72
79
81
84
86
89
91
99
104
109
114
119
124

18
20
22
24
25
28
30
32
33
35
38
40
43
45
48
50
53
55
58
60
63
65
68
70
75
80
85
90
95
100

DY847-18
DY847-20
DY847-22
DY847-24
DY847-25
DY847-28
DY847-30
DY847-32
DY847-33
DY847-35
DY847-38
DY847-40
DY847-43
DY847-45
DY847-48
DY847-50
DY847-53
DY847-55
DY847-58
DY847-60
DY847-63
DY847-65
DY847-68
DY847-70
DY847-75
DY847-80
DY847-85
DY847-90
DY847-95
DY847-100

11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5
14
14
14
14
14
15
15
15
15
15
15
15
18
18
18

18.2
18.2
18.2
17.2
17.2
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DYWB2-XXA, DYWB2-XXB

66ïðîãðåññèâíûå òåõíîëîãèè

DY802

Name
DYWB2-1"
DYWB2-1 1/8"
DYWB2-1 1/4"
DYWB2-1 3/8"
DYWB2-1 1/2"
DYWB2-1 5/8"
DYWB2-1 3/4"
DYWB2-1 7/8"
DYWB2-2"
DYWB2-2 1/8"
DYWB2-2 1/4"
DYWB2-2 3/8"

d
25.4
28.6
31.75
34.93
38.1
41.28
44.45
47.63
50.8
53.98
57.15
60.3

60
67
69
72
76
80
84
86
90
95
98
100

D
54
60
65
68
71
78
81
84
87
97
100
103

D1 D2
42.86
46.03
50.8
53.98
57.15
63.5
66.68
69.85
73.03
79.38
82.55
85.73

17.5
27
27
27
27
27
27
27
27

33.5
33.5
33.5

42
42
42
42
42
42
44
44
46
46
46
46

45
45
45
45
45
45
46
46
46
46
46
46

L1 L2 L3

Name
DYWB2-25
DYWB2-30
DYWB2-32
DYWB2-35
DYWB2-40
DYWB2-45
DYWB2-50
DYWB2-55
DYWB2-60
DYWB2-65

d
25
30
32
35
40
45
50
55
60
65

60
67
69
72
78
84
88
95
100
105

D
60
67
64
70
76
82
86
90
95
100

D1 D2
47
53
50.7
57
62
67
72
77
82
87

27
27
27
27
26
27
27
27
27
27

42
42
42
42
42
44
46
46
46
46

45
45
45
45
45
46
46
46
46
46

L1 L2 L3

Mediums: Sulfuric acid, hydrochloric acid, phosphoric
             acid, ascetic acid, and nitric acid with various
             degrees, ets.
Temperature: ≤120°C
Pressure: ≤0.5 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ñåðíàÿ, ñîëÿíàÿ, ôîñôîðíàÿ, àçîòíàÿ
          êèñëîòû ðàçëè÷íîé òåìïåðàòóðû è ò.ä.
Òåìïåðàòóðà: ≤120ºÑ
Äàâëåíèå: ≤0.5 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ)
 • Âðàùàþùååñÿ êîëüöî (Òåôëîí/êàðáèä êðåìíèÿ)
 • Âòîðè÷íîå óïëîòíåíèå (Òåôëîí)
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC)
• Rotary Ring (Teflon/SiC)
• Secondary Seal (Teflon)
• Spring and Punched Parts (Steel)

L1 L3
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DYWBA-XXA

DYWBA-XXB
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DY152

DY152

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)
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DY152-XXB

DY152-XXA

Mediums: Sulfuric acid, hydrochloric acid, phosphoric
             acid, ascetic acid, and nitric acid with various
             degrees, ets.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ñåðíàÿ, ñîëÿíàÿ, ôîñôîðíàÿ, àçîòíàÿ
          êèñëîòû ðàçëè÷íîé òåìïåðàòóðû è ò.ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

DY152-25
DY152-30
DY152-35
DY152-40
DY152-45
DY152-50
DY152-55
DY152-60
DY152-65

Name d D1 L2D L1 L3
25
30
35
40
45
50
55
60
65

60
67
72
78
84
88
95
100
105

48
53
58
63
68
73
78
83
88

13
13
13
13
16
16
16
17
17

42
42
42
42
44
46
46
46
46

45
45
45
45
46
46
46
46
46

DY10R, DY10T

68ïðîãðåññèâíûå òåõíîëîãèè

DY10R, DY10T

Mediums: Sulfuric acid, hydrochloric acid, phosphoric
             acid, ascetic acid, and nitric acid with various
             degrees, ets.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ñåðíàÿ, ñîëÿíàÿ, ôîñôîðíàÿ, àçîòíàÿ
          êèñëîòû ðàçëè÷íîé òåìïåðàòóðû è ò.ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)
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Name d D D1 D2 L1 L2
DY10R DY10T-1"
DY10R DY10T-1 1/8"
DY10R DY10T-1 1/4"
DY10R DY10T-1 3/8"
DY10R DY10T-1 1/2"
DY10R DY10T-1 5/8"
DY10R DY10T-1 3/4"
DY10R DY10T-1 7/8"
DY10R DY10T-2"

25.4
28.6
31.75
34.93
38.1
41.28
44.45
47.63
50.8

60
67
69
72
76
80
84
86
90

54
65
68
71
78
81
84
87
97

42.86
50.8
53.98
57.15
63.5
66.68
69.85
73.03
79.38

17.6
27
27
27
27
27
27
27

33.3

33.2
36.2
37.2
38.2
38.2
40.2
40.2
43.2
43.2

DY10R

DY10T
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Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

ØD1
ØD

N-Ø

ØD4

ØD3

Ød (h7)
ØD2

74

18
0

DY212

d D1D D2 D3 D4 N-Ø
DY212-42
DY212-50
DY212-60
DY212-70
DY212-76
DY212-80
DY212-89
DY212-95

Name
42
50
60
70
76
80
89
95

170
200
220
280
280
280
280
330

140
170
190
250
250
250
250
300

90
100
110
120
130
130
140
150

72
80
90
100
110
110
120
125

80
101
111
121
131
131
141
151

6-Ø
8-Ø
10-Ø
16-Ø
16-Ø
16-Ø
16-Ø
20-Ø

d D1D D2 D3 D4 N-Ø
DY212-40
DY212-50
DY212-65
DY212-80
DY212-95
DY212-102

Name
40
50
65
80
95
102

160
185
205
235
235
290

130
150
170
200
200
255

90
100
115
130
150
150

72
80
95
110
125
130

88
101
116
131
151
156

4-Ø
4-Ø
4-Ø
8-Ø
8-Ø
8-Ø

d D1D D2 D3 D4 N-ØName
DY212-40
DY212-50
DY212-60
DY212-65
DY212-70
DY212-75
DY212-80
DY212-90
DY212-95
DY212-100
DY212-110
DY212-120
DY212-130
DY212-140
DY212-150

40
50
60
65
70
75
80
90
95
100
110
120
130
140
150

160
190
210
210
240
240
240
265
265
280
320
320
375
375
375

130
150
170
170
200
200
200
225
225
250
280
280
335
335
335

87
98
110
115
120
130
130
140
145
150
162
172
182
192
202

72
80
90
95
100
110
110
120
125
130
140
150
162
170
180

87
100
105
115
115
130
130
140
150
150
165
175
177
195
205

4-Ø
4-Ø
4-Ø
4-Ø
8-Ø
8-Ø
8-Ø
8-Ø
8-Ø
8-Ø
8-Ø
8-Ø
12-Ø
12-Ø
12-Ø

Mediums: Sulfuric acid, hydrochloric acid, phosphoric
             acid, ascetic acid, and nitric acid with various
             degrees, ets.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ñåðíàÿ, ñîëÿíàÿ, ôîñôîðíàÿ, àçîòíàÿ
          êèñëîòû ðàçëè÷íîé òåìïåðàòóðû è ò.ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

DYSB2
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DYSB2

Mediums: Sulfuric acid, hydrochloric acid, phosphoric
             acid, ascetic acid, and nitric acid with various
             degrees, ets.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ñåðíàÿ, ñîëÿíàÿ, ôîñôîðíàÿ, àçîòíàÿ
          êèñëîòû ðàçëè÷íîé òåìïåðàòóðû è ò.ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

Ø
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(h
7)

Ø
D
2 

(H
8
)

Ø
D
1 

(H
8
)

Ø
D

L1 L2 L3

d D1D D2 L1 L2 L3Name
DYSB2-10
DYSB2-12
DYSB2-12A
DYSB2-12B
DYSB2-16
DYSB2-16
DYSB2-20
DYSB2-25
DYSB2-28
DYSB2-30
DYSB2-1/2"
DYSB2-5/8"
DYSB2-3/4"
DYSB2-1"

10
12
12
12
16
16
20
25
28
30
12.7

15.875
19.05
25.4

29
32
35

38.5
41.5
41.5
43.8
51
57
57
35
41.5
43.8
51

24
28.55
30

33.4
36.45
38.1
40

46/47
52
52
30

36.45
40
47

23
25
24
25
31
31
35
44
45
48
25.4
31.75

34.925
41.275

7
8
8
6
8
8

9.5
10

10.5
11
8
8

9.5
10

6
5.2
5
7

6.8
6.8
6
8
8
8
5
6.7
6
7.9

4
5
5
5
5
5
5
7

7.5
8

6.35
10.3
10.3
11.1
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Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ/êàðáèä âîëüôðàìà)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC/TC)
• Rotary Ring (Carbon/SiC/TC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

DY212

Mediums: Sulfuric acid, hydrochloric acid, phosphoric
             acid, ascetic acid, and nitric acid with various
             degrees, ets.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Ñåðíàÿ, ñîëÿíàÿ, ôîñôîðíàÿ, àçîòíàÿ
          êèñëîòû ðàçëè÷íîé òåìïåðàòóðû è ò.ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

L1 L2 L3

Ø
D
3 

(H
8
)

Ø
D

Ø
D
2 

(H
8
)

Ø
d

Ø
D
1 

(H
8
)

L1

Name d D1D D2 D3 L1 L2 L3
18

21.5
25

DYSB2A-12
DYSB2A-12A
DYSB2A-13
DYSB2A-13A
DYSB2A-15
DYSB2A-17
DYSB2A-17A
DYSB2A-20
DYSB2A-20A
DYSB2A-25
DYSB2A-25A
DYSB2A-28
DYSB2A-30
DYSB2A-30A
DYSB2A-35

DYSB2B-10B
DYSB2B-12B
DYSB2B-16B
DYSB2B-20B
DYSB2B-25B
DYSB2B-30B

12
12
13
13
15
17
17
20
20
25
25
28
30
30
35

10
12
16
20
25
30

32
35
35
35
41.3
41.3
41.3
43.8
43.8
52.8
51
57
57
57
63

29
31.7
41.5
43.8
51
57

26
30
30
32
30
35
41
40
45
50
52
54
54
58
61

27
32
41
45
52
58

4
24
25
25

31
35/36

35
41.5
44
45
48
48
50

23
25
31
35
44
48

6.8
4.5
5
5

6.8
7.5
5
7
5
8
7

7.5
8.2
8

8.2

4
5
5
5
7
8

6
5.5
5.2
5.7
7

10.5
7.3
12
6.5
10
8.5
9.5
9.5
8.5
12

6.5
5.7
7.3
6.5
8.5
8.5

8
9.5
8.5
8.5
9
9

9.5
10.5
11

13.5
11.5
11.5
11.5
12.5
11.5

7.5
8.5
9.5
11

11.5
12.5

DYSB2B
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DYSB2S

Mediums: Water, oil, and weakly-corrosive
             medium, ets.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, ñëàáî êîðîçèðóþùèå
          ñðåäû è ò.ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ)
 • Âðàùàþùååñÿ êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC)
• Rotary Ring (Ceramic/SiC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

Ø
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(h
7)

Ø
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2 

(H
8
)

Ø
D
1 

(H
8
)

Ø
D

L3 L2 L1

Name d D D1 D2 L1 L2 L3
DYSB2B-12
DYSB2B-1/2"
DYSB2B-15
DYSB2B-5/8"
DYSB2B-16
DYSB2B-16A
DYSB2B-3/4"
DYSB2B-20

12
12.7
15

15.875
16
16

19.05
20

35
35
41.5
41.5
41.5
44
43.5
43.5

30
30

36.45
36.45
36.45
38.1
40
40

24
24

29.5
29.5
29.5
29.5
34
34

5
5
5
5
5
5
6
6

4.7
4.7
6.2
6.2
6.2
6.2
6.5
6.5

8
8
8
8
8
8

9.5
9.5
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Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC)
• Rotary Ring (Carbon/SiC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

DYSB2C

Mediums: Water, oil, and weakly-corrosive mediums, ets.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, è ñëàáî êîðîäèðóþùèå ñðåäû è ò.ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

Ø
d 

(h
7)

Ø
D
2

Ø
D
1 

(H
8
)

Ø
d1

L2 L1

Name d D D1 D2 L1 L2
DYSB2Ñ-25
DYSB2D-25A

20
20

30
30

47
52

48.6
48.6

19
19

20.5
20.5

DYSB2D
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DYSB2D

Mediums: Water, oil, and weakly-corrosive
             medium, ets.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, ñëàáî êîðîçèðóþùèå
          ñðåäû è ò.ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

Name d D D1 D2 L1 L2 L3
DYSB2D-16
DYSB2D-20

16
20

42
44

36.45
40

29.5
35

5
5

7.8
6.9

10
8.6

Ø
D
1 

(H
8
)

Ø
D Ø
d

Ø
D
2 

(H
8
)

L3 L2 L1

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ)
 • Âðàùàþùååñÿ êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC)
• Rotary Ring (Ceramic/SiC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)
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Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ)
 • Âðàùàþùååñÿ êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Ceramic/SiC)
• Rotary Ring (Carbon/SiC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

DYSB3

Mediums: Water, oil, and weakly-corrosive mediums, ets.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, è ñëàáî êîðîäèðóþùèå ñðåäû è ò.ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

Ø
d 

(h
7)

Ø
D
2

Ø
D

Ø
D
1 

(H
8
)

L1 L2

DYSB3

Name d D D1 D2 L1 L2
DYSB3-12
DYSB3-12A
DYSB3-12B
DYSB3-13
DYSB3-15
DYSB3-5/8"
DYSB3-5/8"A
DYSB3-5/8"B
DYSB3-16
DYSB3-16A
DYSB3-20
DYSB3-20A

12
12
12
13
15

15.875
15.875
15.875

16
16
20
20

35
38.5
32
35
41.5
41.5
41.5
41.5
41.5
41.5
43.8
43.8

30
33.4
28.55
30

36.45
34.2
36.45
38.1

36.45
38.1
38
40

25
25
25
25
30
30
30
30
32.5
32.5
37
37

8
6.7
8
8
8
5.6
8
8
8
8

9.5
9.5

9.7
11
9.7
9.7
11.2

12.25
11.2
11.2
11.2
11.2
12.5
12.5

DYSB3A
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DYSB3A

Mediums: Water, oil, and weakly-corrosive
             medium, ets.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, ñëàáî êîðîçèðóþùèå
          ñðåäû è ò.ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ)
 • Âðàùàþùååñÿ êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC)
• Rotary Ring (Ceramic/SiC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)
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Name d D D1 D2 L2 L3
DYSB3A-10
DYSB3A-12
DYSB3A-1/2"
DYSB3A-15
DYSB3A-5/8"
DYSB3A-16
DYSB3A-16A

10
12
12.7
15

15.875
16
16

35
35
35
41.5
41.5
41.5
44

30
30
30

36.45
36.45
36.45
38.1

23.5
28.5
28.5
32.5
32.5
32.5
32.5

8.5
7
7
8
8
8
8

5.12
7
7

11.2
11.2
11.2
11.2

10-1/2"

15-16A
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Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ)
 • Âðàùàþùååñÿ êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC)
• Rotary Ring (Ceramic/SiC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

DYSB3B

Mediums: Water, oil, and weakly-corrosive mediums, ets.
Temperature: -20°C ~ 100°C
Pressure: ≤0.3 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, è ñëàáî êîðîäèðóþùèå ñðåäû è ò.ä.
Òåìïåðàòóðà: -20ºÑ ~ 100ºÑ
Äàâëåíèå: ≤0.3 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

Name d D D1 D2 L1 L2
DYSB3B-12
DYSB3B-12A
DYSB3B-1/2"
DYSB3B-15
DYSB3B-5/8"
DYSB3B-5/8"A
DYSB3B-16
DYSB3B-16A
DYSB3B-20

12
12
12.7
15

15.875
15.875

16
16
20

32
35
35
41.5
41.5
41.5
41.5
41.5
43.8

28.55
30
30

36.45
36.45
38.1

36.45
38.1
40

24
24
24
29
29
29
29
29
34

8
8
8
8
8
8
8
8

9.5

9.7
9.7
9.7
11.2
11.2
11.2
11.2
11.2
12.5

Ø
D

Ø
D
1 

(H
8
)

Ø
d 

(h
7)

Ø
D
2

L1 L2

DYSB3B

DYSB3C

78ïðîãðåññèâíûå òåõíîëîãèè

DYSB3C

Mediums: Water, oil, and weakly-corrosive
             medium, ets.
Temperature: -30°C ~ 200°C
Pressure: ≤1.2 MPa
Speed: ≤12 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, ñëàáî êîðîçèðóþùèå
          ñðåäû è ò.ä.
Òåìïåðàòóðà: -30ºÑ ~ 200ºÑ
Äàâëåíèå: ≤1.2 ÌÏà
Ñêîðîñòü: ≤12 ì/ñåê

Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ)
 • Âðàùàþùååñÿ êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC)
• Rotary Ring (Ceramic/SiC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

Name d D D1 D2 L1 L2
DYSB3Ñ-1/2"
DYSB3Ñ-5/8"
DYSB3Ñ-3/4"

12.7
15.875
19.05

35
41.5
43.8

30
36.45
40

25
30.5
37

8
8.5
9.5

9.5
12

12.5

L1 L2
Ø
D
1 

(H
8
)

Ø
D

Ø
d 

(h
7)

Ø
D
2
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Ñîñòàâíûå ìàòåðèàëû

• Íåïîäâèæíîå êîëüöî (Óãëåðîä/
  êàðáèä êðåìíèÿ)
 • Âðàùàþùååñÿ êîëüöî (Êåðàìèêà/
  êàðáèä êðåìíèÿ)
 • Âòîðè÷íîå óïëîòíåíèå (Áóòàäèåíàêðèëîíèòðèëüíûé
  êàó÷óê(íèòðèë)/ýòèëåíîïðîïèëåíîâûé êàó÷óê/
  âèòîí(ôòîðóãëåðîä))
 • Ïðóæèíà è ïåðôîðèðîâàíûå ÷àñòè
  (íåðæàâåþùàÿ ñòàëü)

Combined Materials

• Stationary Ring (Carbon/SiC)
• Rotary Ring (Ceramic/SiC)
• Secondary Seal (NBR/EPDM/Viton)
• Spring and Punched Parts (Steel)

DYSB3B

Mediums: Water, oil, and weakly-corrosive mediums, ets.
Temperature: -20°C ~ 100°C
Pressure: ≤0.3 MPa
Speed: ≤10 m/Sec

Ðàáî÷èå óñëîâèÿ
Working Conditions

Ñðåäû: Âîäà, ìàñëî, è ñëàáî êîðîäèðóþùèå ñðåäû è ò.ä.
Òåìïåðàòóðà: -20ºÑ ~ 100ºÑ
Äàâëåíèå: ≤0.3 ÌÏà
Ñêîðîñòü: ≤10 ì/ñåê

DYSB3D

Ø
D
2

Ø
d 

(h
7)

Ø
D
1 

(H
8
)

Ø
D

L2 L1

Ø
D

Ø
D
1 

(H
8
)

L1 L2

Ø
d 

(h
7)

Ø
D
2

DYSB3E

Name d D D1 D2 L1 L2
DYSB3E-12
DYSB3E-15

12
15

35
41.5

30
36.45

26.5
31.2

8
8

9.6
10.5

Name d D D1 D2 L1 L2
15
16
16

41.5
41.5
41.5

36.45
36.45
36.45

32.5
32.5
28

9.5
9.5
9.5

9.7
9.7
11.5

DYSB3D-15
DYSB3D-16
DYSB3D-16A

80WWW.SOLTECPUMPS.COM

Ñâîéñòâà è êîäèðîâêè ìåõàíè÷åñêèõ óïëîòíåíèé

Ìàòåðèàëû ïðèìåíÿåìûå â òîðöåâûõ óïëîòíåíèÿõ

×àñòè Ìàòåðèàëû Ñâîéñòâà è ïðèìåíåíèå
Õîðîøàÿ êîððîçèîñòîéêîñòü, íèçêîâÿçêîñòíûé, õîðîøàÿ àâòîìàòè÷åñêàÿ 

ñìàçêà; ïîäõîäèò äëÿ âîäû, ìàñëà, êèñëîò, ùåëî÷åé è ò. ä.
Ñòîéêîñòü ê òåïëîòå, êîððîçèè è âîäå; âñå ñðåäû, êðîìå 

ôòîðèñòîâîäîðîäíîé êèñëîòû
Ñòîéêîñòü ê êîððîçèè è âîäå, âûñîêàÿ óäåëüíàÿ òåïëîïðîâîäíîñòü è 
õîðîøàÿ àâòîìàòè÷åñêàÿ ñìàçêà; õîðîøî ðàáîòàåò â êèñëîòå, ñëàáîé 

ùåëî÷è, îðãàíè÷åñêèõ ðàñòâîðèòåëåé è ò. ä.
Âûñîêàÿ ïðî÷íîñòü, ñòîéêîñòü ê èçíîñó è òåïëîòå, âûñîêàÿ ïðî÷íîñòü ïðè 

ñæàòèè; õîðîøî ðàáîòàåò â ìàñëå, ñëàáîé êèñëîòå, îðãàíè÷åñêèõ 
ðàñòâîðèòåëÿõ è ò. ä.

Ãðàôèò

Êåðàìèêà

Êàðáèä êðåìíèÿ

Êàðáèä âîëüôðàìà

Âðàùàþùèåñÿ
êîëüöà

Íåïîäâèæíûå
êîëüöà

Ñòîéêîñòü ê ìàñëó, äàâëåíèþ è âîäå, õîðîøàÿ ýëàñòè÷íîñòü è 
ìåõàíè÷åñêàÿ ïðî÷íîñòü; ïîäõîäèò äëÿ ñðåä, âêëþ÷àÿ âîäó, ìàñëî, 

àëêîãîëü è ò. ä. îò -20 Ñ äî 100 Ñ.
Ñòîéêîñòü ê âûñîêèì è íèçêèì òåìïåðàòóðàì, îçîíó è õèìèêàòàì; 
ïðèìåíèì äëÿ ñëàáûõ êèñëîò ñ òåìïåðàòóðîé îò -35 Ñ äî 150 Ñ.

Ñòîéêîñòü ê òåïëó, ìàñëó, ìåäèöèíñêèì è õèìè÷åñêèì ðåàãåíòàì, êèñëîòå 
è ùåëî÷è ñî ñðåäíåé ñòåïåíüþ àãðåññèè; ïðèìåíèì ê àãðåññèâíûì 

ñðåäàì îò -20 Ñ äî 180 Ñ.
Ñòîéêîñòü ê îçîíó, èçíàøèâàíèþ, óêñóñíîé êèñëîòå, àììîíèþ è 

àëêîãîëþ; ïðèìåíèì äëÿ àëêîãîëÿ, ùåëî÷è è ò. ä. îò -50 Ñ äî 210 Ñ.
Ñòîéêîñòü ê ôðåîíó, íåôòè; ïðèìåíèì äëÿ íåîðãàíè÷åñêèõ êèñëîò,

ùåëî÷åé ïðè òåìïåðàòóðå îò -30 Ñ äî 130 Ñ.

ÑÊÝÏÒ

Àêðèëîíèòðèë-
áóòàäèåí-êàó÷óê

Âàéòîí

Ñèëèêàãåëü

Ñèëüôîí

Óïëîòíèòåëüíûå
êîëüöà

Êîëüöà

Õëîðêàó÷óê

Ôèêñàòîðû
Êðåïåæíûå äåòàëè

Ïðóæèíà
Ãíåçäî ïðóæèíû

SUS304

SUS316
Ñòîéêîñòü ê êîððîçèè è ðæàâ÷èíå

Ñèñòåìà êîäèðîâàíèÿ ìåõàíè÷åñêèõ óïëîòíåíèé

DY

Áðåíä Òèï óïëîòíåíèÿ Ðàçìåð Ïðóæèíà Êîä ìàòåðèàëà

Ïðóæèíà è äðóãèå êîìïîíåíòû;
Âòîðè÷íîå óïëîòíåíèå;
Íåïîäâèæíàÿ ãîëîâêà;
Ïîäâèæíàÿ ãîëîâêà;

(R) Ñïðàâà: Âàë âðàùàåòñÿ ïî ÷àñîâîé ñòðåëêå îò 
íåïîäâèæíîãî ê âðàùàþùåìóñÿ;
(L) Ñëåâà: Âàë âðàùàåòñÿ ïðîòèâ ÷àñîâîé ñòðåëêè îò 
íåïîäâèæíîãî ê âðàùàþùåìóñÿ;
Êîãäà íàïðàâëåíèå ïðóæèíû ïðàâèëüíîå ëèáî íå 
ñîîòâåòñòâóåò -  îïóñêàåì áóêâó;

Äèàìåòð âàëà â ìèëëèìåòðàõ;

Êîìáèíàöèÿ áóêâ è ÷èñåë;

NBR
Àêðèëîíèòðèë-áóòàäèåí-êàó÷óê

Ñòîéêèé ê ìàñëó, äàâëåíèþ è èçíîñó, õîðîøàÿ ýëàñòè÷íîñòü
è ìåõàíè÷åñêàÿ ïðî÷íîñòü; ïðèìåíèì äëÿ ñðåä, âêëþ÷àÿ âîäó,

ìàñëî, àëêîãîëü è ò. ä. îò -20 Ñ äî 100 Ñ.
EPDM

Êàó÷óê íà îñíîâå
ñîïîëèìåðà ýòèëåíà

Ñòîéêèé ê âûñîêèì è íèçêèì òåìïåðàòóðàì, îçîíó è õèìèêàòàì; ïðèìåíèì äëÿ 
ñëàáûõ êèñëîò ñ òåìïåðàòóðîé îò -35 Ñ äî 150 Ñ.

Ñòîéêèé ê òåïëó, ìàñëó, ìåäèöèíñêèì è õèìè÷åñêèì ðåàãåíòàì, êèñëîòå è ùåëî÷è ñî 
ñðåäíåé ñòåïåíüþ àãðåññèè; ïðèìåíèì ê àãðåññèâíûì ñðåäàì îò -20 Ñ äî 180 Ñ.

Viton
Âàéòîí

Ñòîéêèé ê îçîíó, èçíàøèâàíèþ, óêñóñíîé êèñëîòå, àììîíèþ è àëêîãîëþ; ïðèìåíèì 
äëÿ àëêîãîëÿ, ùåëî÷è è ò. ä. îò -50 Ñ äî 210 Ñ.

Silica gel
Ñèëèêàãåëü

Ñòîéêèé ê ôðåîíó, íåôòè; ïðèìåíèì äëÿ íåîðãàíè÷åñêèõ êèñëîò, ùåëî÷åé ïðè 
òåìïåðàòóðå îò -30 Ñ äî 130 Ñ.

Ñhlorinated rubber
Õëîðêàó÷óê

Ýëàñòîìåðû ïðèìåíÿåìûå â òîðöåâûõ óïëîòíåíèÿõ
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